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6 CTH-3.0/6.0/12.0- type tea titian machine
The instructions

Preface
Thanks you to select yiyuan brand products, in order to you can better use this product, produce more top tea, please be sure to read the instruction, in order to avoid the mistakes. Especially the following need pay more attention to:
1, users in the power supply line, install switches, fuses and earth leakage protection switch to ensure safety.
2.This factory product distribution motivation have three-phase and single phase (380 V and 220 V), the user in the points when the choose and buy.According to using places shall be determined, and power supply conditions Install the check to power and product motor is consistent.
3. For your safety, please be sure to be in machine shell in again on ground, ground wire can fixed in any machine,a bolt (was) connection place, contact must be good.
4、Our electric-type (commonly known as burning electric) products using 220V electric heaters, power should be three-phase four-wire system, must be zero line.
One, Use and characteristics 

This product is used for tea baking, Titian's equipment, especially for improving the aroma of a famous high tea has significant results.
This product uses the box-type structure, controlled import and exhaust system. Containing the leaf disc with the wind angle, so that hot air through  the tea, to promote the production of aromatic substances, maintaining green tea color and improve efficiency. This product is especially suitable titian at the low temperature processes, such as has been dried to 90% of the tea into, after drying to 95% of the released, temperature about 50 ℃ long insulation, so the tea leaves within the aromatic substances spread to the surface, to achieve the purpose of tea Titian. As the hot air circulating;  the aroma does not leak when Titian, and therefore particularly good aroma, but also used high-temperature fast Titian, note that the tea into the Titian machine should be 90% dry.
This product can also be used for other food, medicine and other drying operation, drying operation in the intake and exhaust ports should be open, to expel moisture.
Two, The structural characteristics 

This product uses the box-type structure, 6CTH3.0 type and 6CTH6.0 structure on the same principle, but the short box, cheng small leaf discs, no wheel. 6CTH12 type is 6CTH6.0 two sets of compound. By the home fans on the power increase heater heating the air drawn into, the circulation air duct into the corner containing the leaf disc wind, hot air into the return air duct through the tea, heated by electric heater and then continue to use. Large amount of moisture, such as tea, may open the exhaust valve and into the wet wind goalkeeper hot air exhaust.
Three, Main technical parameters
	Parameter name
	Unit
	6CTH-3.0
	6CTH-6.0
	6CTH-12.0

	Effectively spreading area
	㎡
	2.9
	5.8
	11.6

	Containing the number of leaf disc
	each
	8
	16
	32

	Each output
	Kg/each
	8
	16
	32

	Electric heater power
	KW
	4.5
	6
	12

	Motor
	power
	KW
	0.37
	0.37
	0.74

	
	voltage
	V
	Single-phase 220 / three-phase 380

	Shape dimension

(long x wide x high)
	mm
	1140×880×1300
	1140×880×1980
	1180×880×1980


Four, Operation and use
1, installation debugging
(1) This product is a box structure, no foundation, can be placed in the famous tea processing flow of the appropriate bit home, requiring the ground level, do not put a smooth swing, and after opening the car door then level the ground where a high degree of poor, should seek to adjust to the contour.
(2) take power. Power supply should be AC 50HZ, 380V three-phase four-wire or single-phase power 220V,the user at the supply power shall install fuses, switches, and electric shock protection, and connected chassis to ground to ensure the safe use.
(3) trial operation

a, connected to power after the test run. Fan switch to open, view fan turning, such as turning wrong, after the shutdown the two lines of the three-phase line connected to exchange,single-phase need to divert  motor line.
b, listen to the sound. Fan even not too ring is normal, if have no uniform noise or abnormal sound should shutdown to check.

c, heating switches to open, instrument temperature display temperature rise gradually, but the temperature rise very slowly, and will thermal switch opens, the temperature rise rapidly, the current value increases, that is working.
d, check the temperature control, time control is working  normally or not. The temperature set at a lower temperature, after a period of heating temperature can be set up to automatically stop heating, and the heating lights are stopped that is working properly; the time to set a few minutes to reach the set time of heating, heat lamps is automatically stopped as working properly. When reaching the set temperature but not to the set time, the system can enter to the automatically adjust state, which reaches given temperature the system automatically stops heating, heating continues, after cooling below the set temperature, the system has automatic heating, only reaches the set time, the system stopped working (fans stop). 

e, put clean, clean up the semal, empty dish heated to a slightly higher than using temperature, and inlet and exhaust doors open grill for about 1 hour, the peculiar smell eduction, before the official use.
2, operation
(1) according to the requirement of process adjust good timing controller (such as the need to set time work six hours and 30 minutes, put timing controller of the four square adjust to 0630), adjust the temperature controller set temperature, temperature to set temperature, then tea tray filled with semal pushed into frame, the heat titian homework. In the process of operation,into and exhaust door can adjust gas content to ensure that tea is green. 

(2) requires uniform tea leaves on the plate containing the thickness appropriate, adjusted according to process requirements.
(3) into the tea leaves, close the door, and then start the fan,  open the heating switches, temperature and time set into the automatic control state, the system automatically stop working after reaches the set time (fans not stop), restart the system, you must first switch off the fan switch, then you can start the fan switch, Titian operation is completed,can remove the disc. Turn off the heating switch, 10 minutes (electric heater cooling), the only  closed fan switch.
(4) 6 CTH 6.0 and 12.0 type of tea titian machine: tea tray frame on the cart, a bolt and the car frame connected,  after installed the tea then push the front of Titian machine door, cart and box rail on the rail, remove the bolt to frame into the box. Pull out the tea with a special hook to pull the cart frame tea tray, plug in the connection plug, move to another place cooling, such as subscription sets containing leaf discs, tea tray racks, carts, titian operation can be continuous. 6 CTH 3.0 type tea titian machine: need to directly removes the  Titian's tea tray from titian machine,the replacement of tea and then by plate placed before the Titian operation. 

(5) after completion of titian homework shut off the power supply.
Five, Maintenance

(1) The motor temperature rise shall not exceed 65 ℃. 

(2) the use of electric heating attention to meter reading, such as the current value of that smaller, then there are electric wires burning off, should be shut down, and after cooling overhaul.
(3) switch on the power, fan switch open, heating switches to open, refer to the corresponding signal indicator light (power light, fan lights, heating lamps, heat lamps) should be light, such as the phenomenon appears not bright light to check off. 

(4) electrical failure, maintenance should be an electrician.
Six, Common fault reasons and elimination method
	Serial number
	Fault phenomena
	Cause analysis
	Elimination method

	1
	Fan does not move, there is buzzing sound
	Phase lack, one phase of three phase has power off or disconnected
	Check wire or the fuse, will be broken place receives well

	2
	The body have linen hand electric shock feeling
	Chassis is not grounded or poorly grounded, leakage
	Take good ground, check the heating wire or wires is leakage or not

	3
	Temperature control not working
	Thermostat damage
	replacement



	4
	Time control is not accurate
	Timer switch damage


	replacement



	5
	During working a sudden stop
	Motor overheating


	start after stop cooling or adjust thermal relay capacity


