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6CEY-66 type of tea plane circular sieve machine
The instructions

Preface
Thanks you to select yiyuan brand products, in order to you can better use this product, produce more top tea, please be sure to read the instruction, in order to avoid the mistakes. Especially the following need pay more attention to:
1, due to the different requirements of different customers, our products have single-phase 220 V and three-phase 380 V two kinds, when using the power supply voltage may not make a mistake, lest damage machine.
2, user power lines, fuses and switches should be installed to protect the line, the protection of the machine. 

  3, before using the machine should be properly connected the ground cover to prevent additional damage to electrical insulation, and get an electric shock.
One, Use and characteristics
This machine is one of the beginning of refined tea factory dedicated sub-screen machines, for tea processing grading according to the shape size of the tea, suitable for primary processing or refining process in a variety of sub-screen operation.
Two, The main technical parameters
	Item
	Unit
	Parameters

	Form
	Single four screen, rotary

	Screen tilt angle
	Degree
	6 degrees 30 points

	Operating radius of the sieve bed
	mm


	38

	Sieve bed speed
	r/min
	188

	Rotate speed
	r/min
	1350

	Equipped with a motor
	Model
	KW
	Y90S-6

	
	Power
	
	0.75

	
	Speed
	r/min
	910

	
	Voltage
	V
	220/380

	Output of an hour
	Kg/H
	500-750

	Shape dimension (long x wide x high)
	mm
	2440×2900×2400



	The weight of the machine
	kg
	1500


Three, structure and working principle
The machine consists of flat round sieve and bucket conveyor two parts components, respectively by rotating the motor alone. To be processed tea from the bucket into the bucket plus tea belt, the conveyor belt to enhance the sieve into the sieve bed through four of after the sub-sieve into the mouth by a tea storage boxes and tea sub-screen to complete the job.
Flat round sieve is part of the base made of cast iron, composed of drive mechanism, driven organization and sieve bed. Electricity motivated by the drive mechanism of the large pulley rotating crank shaft driven four to get to the level of functioning sieve bed movement: Sieve bed made of four layers with the horizontal angle of 6 degrees 30 points, making use of the tilt of the screen plane operation movement in order to achieve the purpose of sifting the tea, the tea to meet the needs of the size classification, with different specifications sieve net, according to the process on a variety of different requirements can change the screen size to achieve different levels of requirements. In order to pull up screen and the appropriate frequency sub-screen in the process requires a different rotational speed, with two different diameters of the small belt round, according to the process can replace the pulley on the requirements and get 188 rev / min or 208 r / min, two different operating speed to adapt to technology and other needs.
The use of bucket-type conveyor belt rotation. By a motor (power 250 W) through the chain pulley gear turning round three level. Tape drive up and down cycle of the bucket load to enhance the movement into the sieve bed, the conveyor belt lower part of the bucket with tea, tea in Canada struggle to control the amount of tea on the size of the goal.
Four, operation, use and maintenance and repair
1, the preparing work before starting the machine;

(1) clear this machine inside and outside and operation of the debris and tools near institutions;

(2) Check the connection of various components such as bolts screws are tight, solid;
(3) Check whether the rotating part of the lubricant according to the requirement to be added; 

(4) Check the electrical equipment whether is safe and reliable, the machine direction of rotation for compliance; 

(5) Check the machine whether is properly connected to ground cover, anti-accidental electrocution;
(6) check into the regulation of tea bucket door whether is closed, whether closed after loading screen surface is fastening; 

(7)take place all the tea export with tea box; 

(8) ready inspection of these areas, then commissioning.
2, shows the sequence of operations: 

① Press the first button to start the master host, and then start the conveyor belt, on tea, after a modest amount of regulation into the tea, tighten the adjustment nut.
② During operation, the conveyor belt of tea drawer under the back, lay up at any time remove the tea, plus tea after all the tea to be lost on a net conveyor, the screen surface clean after all the clearing, the first stop conveyor belt, then the host stop.
3, in order to ensure the normal operation of the machine, extend the life of the machine, the machine must be required for proper maintenance care, maintenance, in the use course should note the following: 

① In the normal operation of the process should pay attention to the motor, gears and the bearings of the fever cases, motor temperature rise shall not exceed 65 ℃, the maximum temperature of the bearing does not exceed 70 ℃, bearing no more than 65 ℃, such as 

overheating or unusual impact, noise and so on, should stop in time check to clear the fault before they can work. 

② Check whether all parts of leakage; 

③ periodic lubrication point refueling, in order to ensure normal operation; 

④ machine after long-term hold, before starting to be checks and commissioning, and replace the bearings and gears chain department points lubricant (grease).
4, must strictly abide by the maintenance system, on schedule maintenance, machine maintenance once a year, zero-washable pieces to measure the degree of wear and tear of wearing parts, repair or replacement. 
5, the implementation of safety rules to strengthen safety education, good safety, accident prevention occurred.
