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6CFJ-70- type the tea fresh leaves sorting machine
The instructions
Preface
Thanks for you to select yiyuan brand products, in order to better use this product, produce more top tea, please be sure to read the instruction, in order to avoid the mistakes. Especially the following need pay more attention to:
1, due to the different requirements of different users, the factory products have 220V single phase and three-phase 380V two, when using the power supply voltage do not make a mistake, so as not to damage the machine.
2, the user power supply circuit, should install the fuse and switch protection circuit, the protection of the machine.
3, use the front casing shall be properly grounded, so as not to increase electrical insulation damage, shock.

One, Use and characteristics

This machine is used for grading of fresh leaves, reasonable and simple structure, convenient operation, good effect of classification, no damage to tea, the sieve is not blocked, stable operation.
Two, The main technical parameters
	Item
	Unit
	Parameters

	Conical cylinder


	Diameter


	Small head
	mm
	Ф300

	
	
	Big head
	mm
	Ф700

	
	length
	mm
	1200

	Screen hole diameter
	inner bore
	mm
	15×15

	
	Big hole
	mm
	20×20

	Output an hour
	kg/h
	100

	Shape dimension (long x wide x high)
	mm
	71850×900×1200


	Motor model
	Kw/v
	0.37/220

	The weight of the machine
	kg
	90


Three, Operation and maintenance

1, before using the preparation work
(1) check the fastener is fastened, the transmission mechanism is functioning properly.

(2) carefully cleaned conical circular sieve, keep clean.

(3) check using the power and the product of the selected motor ( electric power ) are matched, and the properly connected ground, in order to protect the personal and equipment safety.

(4) to the transmission mechanism of lubrication, check the worm rod reducer lube is reached the center plane.
(5) between roller and collar add lubricant (fat) avoid by all means.

(6) supply power to be 0.5 hours of idle operation, check the transmission mechanism is normal or not. Garden screen and institutions operation should be smooth and no jam phenomenon and abnormal sound.
2, operation and use

(1) to start the machine, the normal operation.

(2) uniformly from the feed inlet leaf. Leaf is not too much, otherwise the effect classification quality.
Four, Maintenance

(1) the work process found in the machine blocking, collision or abnormal noise, should be immediately shut down to check the fault original reason , and the exclusion of prohibited equipment operation.

(2) after the end of each operation, careful examination should drive fastener is normal, in addition to screen hanging on the leaf, keep the machine clean.

(3) regularly on the worm gear reducer, transmission chain with proper amount of lubricating oil, to keep the drive mechanism has good state.

(4) tea season ended, cleaning machine and the ground sanitation, cover dust cover, placed in ventilated and dry place.
