[image: image1.png]Xn
QYIYUAN




BEIJING YIYUAN ECONOMIC TRADE LTD

                      ADDRESS: 401-4-8, LUGU CUN, SHIJINGSHAN, BEIJING, CHINA 

                    TEL: +8610-88691269 FAX: +8610-68683582 EMAIL:sales@teanet.com

6CFX-50 type of tea winnowing machine
The instructions

Preface
1.This factory product distribution motivation have three-phase and single phase (380 V and 220 V), the user in the points when the choose and buy.According to using places shall be determined, and power supply conditions Install the check to power and product motor is consistent.
2. For your safety, please be sure to be in machine shell in again on ground, ground wire can fixed in any machine,a bolt (was) connection place, contact must be good.

3.Our factory DianReShi (known as burning electric) products use 220 V electric heat pipe, the power of three phase four should be used wire, must have the zero line. For convenience of customers, our factory has a hole plug the top (a) used for maximum zero line of work. 

One, the purpose and characteristics 
  This machine is high quality tea winnowing the ideal machine, simple in structure, size small and the new design. Maocha by a winnowing to remove more than 90% of pornographic films, and very fine tea. Tea can improve appearance, improve grade. For famous tea primaries.
Two, The main technical parameters
	Item
	Unit
	Parameters

	Out of the mouth of tea
	Each
	2

	Out of the mouth of ash
	each
	1

	Air volume
	m3/min
	48

	speed
	r/min
	1350

	power
	w
	150

	Insulation class
	
	E

	the output of an hour
	kg/h
	50

	Shape dimension (long x wide x high)
	Mm
	1600×600×1950

	The weight of the machine
	kg
	35


Three, operation and use

1, the preparing work before use
(1) the machine smoothly placed on the flat ground. 

(2) Check all fasteners whether are secure, reliable, flexible control panel whether is adjustable. 

(3) check the power supply voltage is consistent with the fan voltage or not.. Start the fan test run to check run whether is flat stability, steering is correct or not.
2, operation
(1) take tea basket or tea bucket placed under the mouth of the tea. 

(2) start the fan, so for the air evenly. 

(3) invest a small amount of tea to be elected to observe the two out of the mouth of the tea quality of tea, move the adjustment handle, so block tea plate in place, to meet the requirements, it will adjust the handle of the adjustment nut.
(4) If the board has been transferred to maximum block of tea, but tea is also blown into the second re-export of tea, then adjustable air fan speed, the air flow in line with the requirements of winnowing.
Four, maintenance
(1) periodic inspections of the fasteners, with special attention on the electrical screw is loose or not. 

(2) Grey tea on the fan motor should be promptly removed to prevent the impact of electrical heat and burn out the motor. 

(3) after each batch of tea winnowing operations, should remain in the box of tea, tea dust cleared, otherwise the time longer, tea, tea dust will mold will affect the quality of the next batch of tea.
(4) tea season ends, take left in the box of tea, tea dust cleared, and cover dust cover, placed in ventilated and dry.
