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6CG-65 type Cookers Group
The instructions
Preface

Thanks for you to select yiyuan brand products, in order to you can better use this product, produce more top tea, please be sure to read the instruction, in order to avoid has the mistakes. Especially the following the more must pay attention to:
1.The products of our factory had the motive power single-phase three-phase, 380 (V and 220 V), the user in the points when the choose and buy use place will depend on the power supply conditions determined and please indicate in the purchase contract; Install the check to power and production product motor is consistent.
2.for your safety, please be sure to be in machine shell in again on ground, ground wire can fixed in any machine thread connection place, be sure to good contact.
3.Our factory electrothermic type miscalculates (also called the burn electric) products use 220 V electric heat pipe, the power supply should be three-phase four wire, must have the zero line. For convenience, our factory will plug a hole in the top of the zero line work as terminals.
4.Wood had our coal (coal) or wood products all adopt closed chamber and flue chimney height, by carefully research investigate sure. The chimney with random shortened or not should not arbitrarily, also do not optional another matching long for burning not free or heat escape too much tea quality, influence.
5.The gas type tea machine applied liquefied petroleum gas (usually about gas), if you use or natural gas pipeline gas, the fuel gas stove shall be corresponding change, another gas stove should according to the directions choose corresponding pressure reducing valve, use high voltage, heat resistance, acid and alkali resistant tracheal connect the unit inlet interface, check the intake pipe ever damaged, found that damaged replaced immediately, ensure security.
One, use and characteristics

This series of gas-electric used far infrared heating elements, has obvious effect in energy saving, mainly used for high quality archives of tea, Richard, Fried filming a dry, its structure as shown in the diagram homework.

This series of gas-electric polishing treatment, with the surface is smooth, easy temperature control, DianLuSi distribution box richard, DianLuSi distribution, according to the independent between tea stage and set temperature, heating needed even, heated distribution reasonable etc, and is the ideal of high-grade production quality tea utensils.
Two,The main technical parameters
	Item
	Measurement unit
	6CG-65

	Shape dimension
	Mm
	(830×470

	Pot diameter
	Mm
	(650

	Nissan dry tea
	shot
	Kg
	15

	
	Article Daniel
	Kg
	35

	Voltage
	V
	220

	Power class
	Kw
	1.2.3

	Safe temperature
	Degrees
	<350

	The weight of machine
	Kg
	35


Three, operation and maintenance

1, operation

(1) check appliances terminals, electric furnace plate, large flat switch electrical components is safe, reliable, whether it is in ground or not, and equipped with electric shock protector.

(2) the surface is bright and clean it or not.

(3) plug it in, close the switch, the 5-8 minutes testing temperature.

(4) to the temperature reaches tea process requirement, leaves operation. Vote

(5) the higher temperature should adjust, cut off 1 KW or 2 KW switch (the pot temperature shall not be higher than 400 degrees.

(6) stop the operation or leave should be turned off switch, pull out fry pan plug.

2, maintenance

(1) often check, tight tongbang union nut and switch inside nut.

(2) if found that only higher temperature POTS, cut off power to cool down after the net, go to pot, check storage whether the district was shut the asbestos waterfall.

(3) keep operating rules, and reasonable use.

(4) to be on the safe side, the power supply must be equipped with protection device, in case the personal electric shock accidents.

Four, product vulnerable parts list
	Product name
	Parts name
	Model

	Electricity

fry

pot


	Electric hot wire
	1KW

	
	Electric hot wire
	2KW

	
	Electric furnace plate
	3KW

	
	Light pot
	650

	
	Pacific switch
	250V/20A

	
	System tea oil
	支


