[image: image1.png]Xn
QYIYUAN




BEIJING YIYUAN ECONOMIC TRADE LTD

                      ADDRESS: 401-4-8, LUGU CUN, SHIJINGSHAN, BEIJING, CHINA 

                    TEL: +8610-88691269 FAX: +8610-68683582 EMAIL:sales@teanet.com.

6CH-3.0/10/16/20/30 type of turn plate dryer
The instructions

Preface
1.This factory product distribution motivation have three-phase and single phase (380 V and 220 V), the user in the points when the choose and buy.According to using places shall be determined, and power supply conditions Install the check to power and product motor is consistent.
2. For your safety, please be sure to be in machine shell in again on ground, ground wire can fixed in any machine,a bolt (was) connection place, contact must be good.

3.Our factory DianReShi (known as burning electric) products use 220 V electric heat pipe, the power of three phase four should be used wire, must have the zero line. For convenience of customers, our factory has a hole plug the top (a) used for maximum zero line of work. 

4.Our factory sticks coal type (RanChai or coal) products are used furnace flue chimney and closed, highly an elaborately determined, random with optional cut short the chimney don't or not, also do not optional with another long, lest burning burn not free or heat escape too much influence the quality of tea.

5. Gas type products applicable liquefied petroleum gas (usually about gas), if you use or natural gas pipeline gas, the fuel gas stove shall be change accordingly. Another gas stove should according to the directions choose corresponding reduced pressure, with high voltage, high temperature resistant, acid and alkali resistant tracheal even pick up the machine inlet interface.Check for broken, the intake pipe, hair now damaged, replaced immediately, ensure security.
One, Product Overview
This series of dryer heat exchange according to the principle of the air heating device heated by hot air sent to the oven and transport equipment, and lay it in the drying of wet material plate heat exchange, vaporization and evaporation of the water fully, reaching to the purpose of drying. 

This series dryer is the most widely used at home and abroad, the most adaptable one continuous automatic drying machines and tools, 

For Chinese Herbal Medicine, food, aquatic products, feed, tea and agricultural industries sheet, strip, pieces granular materials such as drying operation.
Two, the structure characteristics
This series of dryer consists of conveying equipment, dry room and variable speed device, air supply plant, air preheater etc.
1, conveyor device

Conveyor into a 30 ° angle with the ground, with the feeding table in front of the wet material from here to join, adjustable front with uniform thickness of material spreading feeder to accommodate different material drying requirements. Bottom with door home activities, it may be the accumulation of material in duct discharge machine, the conveyor and the top baking sheet drying room connected into a loop, hot air through the drying chamber into the delivery device.
2, drying chamber 

Dry indoor looping several groups baking sheet, spread the material evenly on the move together, and top-down layer turn over, power transmission device by the input, the baking sheet in each group gradually slow down the speed from top to bottom, to comply the law of the dry materials together, at the bottom with automatic cleaning device, can automatically continue to leave out to remove the very fine, dry room air back-end connection devices, layered into the wind, drying the material from the front lower part of the complete unloading.
3, variable speed device

Variable speed device for step-less transmission,  according to the requirements of different materials and beginning of the end of drying the moisture content in a certain range wai variable speed, but also to change the speed range according to user requirements.
4, air preheater 

Air preheating device mainly to provide heat for the host, mainly FP jet stove. The hot air furnace is our factory patent product, the thermal efficiency of 60% or more, the performance of the domestic advanced level.
Three, main technical parameters
	Item
	Unit
	6CH-3.0
	6CH-6.0
	6CH-10
	6CH-16
	6CH-20
	6CH-30

	Effective drying area
	
	3.45
	6.40
	10.38
	15.90
	20.40
	29.18

	Baking process time
	min
	5-25
	5-25
	6-30
	9-45
	9-45
	10-50

	Baking plate layer
	layer
	4
	4
	4
	6
	6
	8

	Conveyer dip Angle
	degree
	30
	30
	30
	30
	30
	30

	Baking board shape size

(long x width)
	mm
	560*70
	1000*100
	1250*100

	Variable speed motor
	model
	XW4-87/0.55

	Variable speed motor power
	kw
	0.55
	0.55
	0.55
	0.55
	0.55
	0.55

	Production capacity
	kg/h
	15-20


	20-40
	40-60
	80-100
	100-120
	160-180

	Shape dimension (long

X wide x high)
	mm
	2760×724×1400
	4200×1200 ×1654
	4560×1740×1550
	5160×1740×1900
	5240×2120×2000
	6400×2120×2400

	Matching hot air stove
	model
	RFL-25
	FP-50


	FP-100


Note: production capacity is to point to level 3 fresh leaves for raw materials, fermentation leaves in moisture content 58% to 62%. 

Four, use, adjustment, maintenance
(a) use, adjust
1, machine installation ends, first check the direction of rotation speed device, verify the correct output sprocket steering before being put on the chain, and adjust the sprocket center distance, the chain of appropriate degree. 

2, in order to prevent speed instability, after the governor must tighten the knurled nut. 

3, the machine must be cleared before use, wipe the surface rust grease baking sheet and remove debris. 

4, check the part of connecting bolts and screws tighten. Adjust the pinch roller, so that in normal working position. 

5, check each layer board, put them in the right turn direction, and may not reverse flip phenomenon, check and adjustment of each layer baking plate drag chain and set of drag chain, the view of the tightness of normal.
6, Figure four lubrication points to add a little lubricant (grease). 

7, the preparatory work is completed, be sure to test run the machine properly, and in the process of running again observe any abnormal situation, the confirmation can be put into use.
(b) maintenance
1, the machine operation to connect the various parts should always check the screws, the fastening bolts, the chain loose or tight and pinch roller of the working conditions, and at any time to adjust. 

2, always check the baking sheet working position, without displacement, stuck and upside-down situation. 

3, the abnormal shock, vibration, noise should immediately stop inspection and repair.
4, the operation should always check the fan, transmission of the bearing temperature rise of transmission components, motor temperature must not exceed the specified value indicated on the label: rolling temperature rise should not exceed 50 ℃, the highest temperature shall not exceed 90 ℃; bearing temperature must not exceed 35 ℃, the maximum temperature should not exceed 90 ℃, transmission oil temperature must not exceed 40 ℃.
5, Figure four lubrication points, make regular checks and processing oil (fat). 

6, regularly check the transmission parts, wearing parts, etc., the timely repair or replacement
