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6CHP-60-type the famous tea baking machine
The instructions

Preface
Thanks you to select yiyuan brand products, in order to you can better use this product, produce more top tea, please be sure to read the instruction, in order to avoid the mistakes. Especially the following need pay more attention to:
1.This factory product distribution motivation have three-phase and single phase (380 V and 220 V), the user in the points when the choose and buy.According to using places shall be determined, and power supply conditions Install the check to power and product motor is consistent.
2. For your safety, please be sure to be in machine shell in again on ground, ground wire can fixed in any machine,a bolt (was) connection place, contact must be good.
3、Our electric-type (commonly known as burning electric) products using electric heaters, power should be three-phase four-wire system, must be zero line. For convenience, I plant the top of the plug hole as a zero line of the terminal work.
4.Our factory sticks coal type (RanChai or coal) products are used furnace flue chimney and closed, highly an elaborately determined, random with optional cut short the chimney don't or not, also do not optional with another long, lest burning burn not free or heat escape too much influence the quality of tea.

5. Gas type products applicable liquefied petroleum gas (usually about gas), if you use or natural gas pipeline gas, the fuel gas stove shall be change accordingly. Another gas stove should according to the directions choose corresponding reduced pressure, with high voltage, high temperature resistant, acid and alkali resistant tracheal even pick up the machine inlet interface.Check for broken, the intake pipe, hair now damaged, replaced immediately, ensure security.
One, Use and characteristics
The machine is a special drying equipment class with high-grade Mao Feng tea and Biluochun cents , reasonable structure, stable air pressure, simple operation, drying tea quality excellent, improve the quality of tea with the role.
Two, the structural characteristics 

This product uses the box-type structure, the glass door to facilitate the observation of the internal situation, the box walls are laminated, built-in insulation to reduce the temperature distribution, electric heater and fan installed in the machine under the Ministry of the foot with four wheels to move, door look, the right is the air supply channel and tea tray shelf, the left is return duct and the tea tray shelf, have to play each hole in order to have the right amount of ventilation, hot air from right to left then back into the lower part of the heated into the fan, shot into the air duct by the fan, there is also in the bottom of the door into the air conditioning, can adjust the size of the air,when out of  the factory placed in the middle, usually without adjustment, the top central port for the Moisture can adjust the size, the top front of electrical box. 
Three, Main technical parameters

	Item
	Unit
	Parameters

	Baked tea tray


	length
	mm
	600

	
	width
	mm
	446

	
	height
	mm


	85

	
	number
	each
	3

	Each machine output per hour
	Kg/h
	10-15

	blower
	Kw/v
	0.37/220

	Dimensions (long x wide x high)
	mm
	1990×600×600

	The weight of the machine
	Kg
	200 (including metal stove)

	Matching hot air stove
	
	RFL-5 OR RFL-5Q


Four, Operation and maintenance
1, before using the preparation work

(1) Check all fasteners whether are tight and reliable. 

(2) clean baking tray, duct, to keep clean. 

(3) assembled baking machines (including hot stove, fan) on the flat ground.

(4) power supply voltage must correspond with the fan voltage. Check whether the blower fan starts running smooth, steering is  correct. 

(5) gas stove with gas cylinder valve to be connected applicable, even with the application of the trachea to access this interface.

2, operation 

(1) hot metal stove. In order to ensure temperature uniformity, stability, and light a fire wood coal stove to add fuel to be less plus spare. 

(2) about 10-15 minutes from starting the ignition, start the fans, for the delivery of hot air, to air temperature to the temperature required for drying tea degrees. 

(3) Spreading the other drying tea leaves evenly on baking in the baking dish. According to tea and the process conditions during the drying timely turning, enabling uniform water loss, increase baking efficiency. For straight-type song cents tea (such as Biluochun tea) baking can bake while roasting side while rubbing cents. 

(4) the end of baking, wood coal stove should be withdrawn off the fire, clear over the fire, slag, gas-off into the total gas supply line valve, and other hot air to 50 degrees before the fan stops, to prevent deformation by hot air furnace loss, affecting life.
3, maintenance

(1) baking tea tray ban placing heavy loads.

(2) wood coal hot air stove dual sub, burn coal frequently come under the gate to prolong furnace to extend the life of the grate life. Gas stove should shut off the main gas source, and check the intake pipe has damaged or not, replace immediately if damaged, ensure safety.

(3) non-oil duct baking machines wind channel, baking tea tray. 

(4) the end of each batch of tea processing, baking tea tray should be cleaned. 

(5) tea season ends, cast dust cover, placed in ventilated and dry.
Five, Common fault reasons and elimination method  
	Associated parts and trouble
	Ignition vain
	Appear yellow fire
	Uneven flame
	Combustion noise
	Maintenance method

	Air source
	o
	o
	
	
	Check whether has gas, no gas should be replacement air source

	Burner
	
	o
	o
	o
	Clean burning holes

	Electrical part
	o
	
	
	
	Adjust the firing-pin position, adjusted misfire, should maintenance expansion exchange

	Switch part
	o
	
	
	
	Check whether there is a foreign body

	Nozzle
	o
	o
	
	o
	Clean up the nozzle blockage

	Pressure reducing valve
	o
	o
	
	
	No ventilation valve should be replaced

	Pipeline
	
	o
	
	o
	Check air tightness

	Operating rules
	o
	
	
	o
	According to the operation procedures execution


