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6CJS—60 Deblocking and Sieving Tea Machinery

The instructions
Preface
Thanks for you to select yiyuan brand products, in order to better use this product, produce more top tea, please be sure to read the instruction, in order to avoid the mistakes. Especially the following need pay more attention to:
1. Due to the different requirements of different customers, our products have single-phase 220 V and electrical three-phase 380 V. When using can not choose wrong power supply electricity, in order to avoid damaging the machine.
2. When install the power supply line, Users should be install the fuses and switch to protect the machine.

3. Before use machine, the shell should be properly connected to the earth line, lest the electrical insulation damage, and get an electric shock.
A. Use and characteristics
This machine is one of forming a complete set of quality tea process model, through the machine to make tea regiment disbanded, large and small. It has good effect of separating and screening, ensuring the quality of tea.

B. The main technical parameters
	Project 
	Unit 
	6CSL-60 D,

6CSL-60

6CSL-60Q

	Project 
	Unit 
	Parameter 

	Form 
	
	Connected type (Conbined type)

	Deblocking wheel (diameter*length)
	mm
	200X520

	Sieving bed (length*width)
	mm
	1800X600

	Second sieving bed hole diameter
	mm
	10X10 and 6X6

	Operation quantity
	Kg/h
	150-200

	Deblocking wheel speed
	R/min
	754

	Appearance size
	mm
	2200X900X1000

	Motor 
	Type No.
	
	Y90s-4

	
	Power 
	Kw/v
	1.1/380

	
	Speed 
	R/min
	1400


C. The structure and work principle
This machine consists of deblocking machine and screening machine, with a reasonable compact structure.
Put the rolled leaves into the deblocking machine, through the deblocking wheel to deblock the leaves, the leaves strip drop-in the sieving-bed, after the sieving-bed reciprocating motion and sieve bed has constant slope, the tea leaves move forward. Due to different screen mesh, so divided tea into large, medium, small three grades, it is helpful for grading, and improve the dry tea well degree and clarity.
D. Use and Maintenance 
1. preparing work

1. Check the fastening condition of the connection parts.
2. Check that the electric equipment is reliable, connect the earth line.

3. Add the oil in all the needing lubrication part.

4. To rotate the belt by hand, examined for resistance and other abnormal condition, to confirm normal and test run under empty.
2. operation and use

1. Start the machine first, and put into the leaves. Putting leaves must be even.

2. After using the machine, clean the sieving-bed.
3. Maintenance

1. In order to ensure the normal operation, and prolongs the service life of the machine, must regular maintenance the machine.
2. When the machine is in working process, found to have abnormal impact and noise, should immediately stop and check, after troubleshooting then can be work.
3. Regularly to gas the bearing. Pay attention to bent axle and bearing bush can not be fuel lean.
4. Every year after the end of the machine work, should clean, inspect for damage, lest for maintenance.
E. Installation 

1. On the Selected basis, dig the pouring hole of fang bolt.

2. Hang the machine and support it, so that let the fang bolt into the pouring hole, and mounted on the fang bolt.

3. According to the sieving-bed surface, a positive parallelism, pour the cement mortar in the pouring hole of fang bolt.

4. After the cement mortar fastening, remove the support, and then gradually tighten the fang bolt nut, pay the attention to the overall parallel degree of the machine, then finish the installation.
F. Easy damaged part
	No.
	Name 
	Material 
	Quantity 
	Remarks 

	1
	Eccentric shaft 
	45
	1
	

	2
	Eccentric shaft pad
	ZQSn-6-3
	1
	

	3
	Gauze element
	Stainless Steel Wire
	2
	10-12 section

	4
	A triangle belt
	Rubber 
	1
1
	L=1041 

L=1397 


