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6CLC-60 type hexagonal fai dry machine
The instructions
Preface
Thanks you to select yiyuan brand products, in order to you can better use this product, produce more top tea, please be sure to read the instruction, in order to avoid the mistakes. Especially the following need pay more attention to:

1.This factory product distribution motivation have three-phase and single phase (380 V and 220 V), the user in the points when the choose and buy.According to using places shall be determined, and power supply conditions Install the check to power and product motor is consistent.

2. For your safety, please be sure to be in machine shell in again on ground, ground wire can fixed in any machine,a bolt (was) connection place, contact must be good.

3.Our factory DianReShi (known as burning electric) products use 220 V electric heat pipe, the power of three phase four should be used wire, must have the zero line. For convenience of customers, our factory has a hole plug the top (a) used for maximum zero line of work. 

4.Our factory sticks coal type (RanChai or coal) products are used furnace flue chimney and closed, highly an elaborately determined, random with optional cut short the chimney don't or not, also do not optional with another long, lest burning burn not free or heat escape too much influence the quality of tea.

5. Gas type products applicable liquefied petroleum gas (usually about gas), if you use or natural gas pipeline gas, the fuel gas stove shall be change accordingly. Another gas stove should according to the directions choose corresponding reduced pressure, with high voltage, high temperature resistant, acid and alkali resistant tracheal even pick up the machine inlet interface.Check for broken, the intake pipe, hair now damaged, replaced immediately, ensure security.

One, use and characteristics
  6CLH-60 hexagonal fai dry machines are all kinds of famous tea processing in high-grade plastic Roasted green tea, Titian, significantly cents, car-color-specific machinery, which uses hexagonal cylinder, favorable conditions straight, polished, reducing the broken tea, Paul cents Feng; by 

fai dry of the machine the tea is aircraft straight, rounded, color, Lorain,yellow green tea green embellish of bright, the bottom green. 

  This product uses the whole structure, moving light and flexible, easy to operate, is the development of famous high tea production Ideal device, with it will make your tea production to a higher level, will bring you to better economic benefits, thank you for buying our products, we will provide you with quality service. 
Two, working principle
  The machine by special cylinder, faster speed, the more shots in leaf quantity, set in the rapidly rotating cylinder tea there is a shares, plus the tea thrust itself weight generated gravity, make tea produces friction,tea leaves and cylinder friction, the tea bar was already polished, processed tea, tea bar tight straight, rounded bright and shiny, high flavor, to high-end Hong famous tea quality requirements. 
Three, main technical parameters

	ITEMS
	UNIT
	6CLH60（Wood coal）
	6CLH60D

	cylinder
	form
	
	Hexagonal cone body

	
	Diameter (diagonal)

(diameter x in diameter x after the Trail)
	Mm
	450×600×480

	
	Length
	Mm
	1220

	
	Turn speed
	r/min
	30

	Output per hour 
	kg/h
	25-35

	Energy consumption 
	kg.kw/h
	8-10
	6-8

	Electricity move machine
	kw/v
	0.55/380(220)

	Electric heat pipe
	Kw
	
	13.5

	Moisture fan
	W
	38

	Shape dimension (long x wide x high)
	Mm
	1325×805×1397
	1325×805×1370
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The weight of the entire machine
	kg
	256
	230


Four, operation and maintenance
1, installation and debugging
⑴ This product is no need to build the installed base, according to the famous high tea processing process, flexible to move to suitable location. 

⑵ power fuse to be installed, then install an electric shock protection devices are properly ground, especially in far-infrared heating tube heat source unit, to ensure personal and equipment safety.
⑶ clear before using the machine the cylinder body and the surrounding debris, so that normal operation of the machine. 

⑷ carefully check whether the worm gear box oil to 1 / 2 depth, if less than that the 10 machines oil must be added, the required amount of oil to the chain, sprocket drive components infusion of an appropriate amount of lubricant.Between active roller and roll tube the non-active lubricating sleeve (fat). 
⑸ use stove with wood coal type, chimney height should not less than 3 m, smoke mouth must relieve &purge workshop must not to install against the wind.

⑹ before use  0.5 hours of empty operation should be done, and observe the cylinder body is normal operation, found that the collision, jam  phenomenon, should promptly adjust, ruled out.
2, operation
(1) start motor make cylinder operation, and then ignite wood coal  stove or turn on electricity infrared heat pipe heating device of the power source of the heating cylinder, when the air temperature of cylinder body reaches the required temperature for re-speculation business(80-90℃), be put into re-fried leaves, about 10% water content Hui fried.
(2) according to the famous tea production process requirement and characteristics of tea variety, determine the amount of investment leaves;  to ensure that the tea quality, investment  leaves must be completed once. 
(3) observation fai fry degree at any time, at the right moment start moisture fan to force dewetting. When reach fry process requirement, should immediately throw down the switch to reverse the cylinder body, foot inlet side of the rack so that the cylinder forward and start Moisture Fan, make the tea of cylinder body quickly turned out.
(4) must pay attention to type of wood coal stove  fire distribution, to ensure that the work cylinder segment operating temperature. Far-infrared electric heat tube device with stalls of the power control switch to change its size, adjust the control, when the temperature does not reach the specified requirements, timely inspection and maintenance.
(5) homework finished, should be quickly removed the fule  from the wood coal stove or cut off electricity heat pipe power,when the  temperature of cylinder body drops to 50 ℃ below can stop, otherwise will make the cylinder body deformation and influence the work;and the cylinder body residual leaf cleaned, clean the machine surface, keep the look clean. 
3, the Maintenance

(1) before each use should check the work place is normal or not, bolts, screws and other fastener are reliable or not, power supply connection is correct or not,properly connected to ground. 

(2) before start , rotating cylinder with the hand  to know it is flexible or not,then  can start motor.

(3) tea season ends, should be comprehensively examined the machine, add the lubricating oil. Machine should be stored in ventilated place, and cover dust cloth or plastic wrap.
Five, the common mechanical failure causes and elimination method
	Serial number
	Fault phenomena
	Cause analysis
	Elimination method

	1
	Roller not turn or shipped turn not to flexible,Jam phenomenon
	1, the transport roller and fluctuation shell dislocation.

2, Between active and passive roller and cylinder sleeve have

the oil or debris.

3, motor connection or poor contact phase lack.
	1, adjust the wheel center and the shell from the rack plate cylinder and the upper and lower shell to maintain concentricity, the clearance around the uniform.

2, wipe grease, remove debris.

3, tighten the terminal nuts to ensure the three-phase power to run.

	2
	Reverse operation of the fixed roller
	Throw down the switch too quickly, so contact floating.
	Inverted-switch flip to the appropriate speed to avoid excessive movement.

	3
	The stove of wood coal type and Smoke machine leakage phenomenon
	1, the chimney is too low, pull the smoke capacity is insufficient.

2, the chimney against wind direction of the socket.
	1, increasing the height of the chimney, usually not less than 3 m;

2, adjust the chimney socket method.

	4
	Far- infrared heating tube heat source device heating lack of temperature
	Bad wiring or heating pipe damaged
	Check and replace  terminals and damaged electric heat pipe


Six, the electrical description (HEATER) 
1, line supply three-phase four-wire system, the user is using the power cord should not be less than the diameter cross-section 4mm2. 

2, the heating tube lights as 220V, the motor is 380V, the total power of 13.5 kilowatts electric control, for the three-phase line road to have a more balanced load, heating tube is divided into three groups of control, the motor with the inverted switch control. 

3, should be checked before start the cable, whether wire insulation is good, switch lights and the head office of the wiring is solid and reliable, the motor is grounded, to determine and correct before boot.
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