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6CR-15/25/30 type of tea rolled machine 
The instructions

Preface
Thanks you to select yiyuan brand products, in order to you can better use this product, produce more top tea, please be sure to read the instruction, in order to avoid the mistakes. Especially the following need pay more attention to:
1.This factory product distribution motivation have three-phase and single phase (380 V and 220 V), the user in the points when the choose and buy.According to using places shall be determined, and power supply conditions Install the check to power and product motor is consistent.
2. For your safety, please be sure to be in machine shell in again on ground, ground wire can fixed in any machine,a bolt (was) connection place, contact must be good.
3、Our electric-type (commonly known as burning electric) products using 220V electric heaters, power should be three-phase four-wire system, must be zero line.
One, Use and characteristics
6CR series miniature tea twisting machine for high-grade famous  tea rolled work. The use of kegs, slightly faster twist, meet famous high tea into the tea of delicate features and easy with rolled short time, into the bar high, broken low cord tight uniform, the advantages of low running tea.
Two, The main technical parameters
	Item
	Unit
	6CR-15
	6CR-25
	6CR-30

	Knead barrels
	Height diameter
	mm
	Ф150×130
	Ф250×180
	Ф300×210

	
	leaf capacity
	kg/barrel
	0.75
	3.0
	5.0

	
	Rotary speed
	r/min
	50±2
	39±1

	Knead
tray
	Inner diameter
	mm
	300
	450
	560

	
	Concave degrees
	
	6

	
	Edges bone number
	root
	within 4 and outer 9
	within 4 and outer 10

	Song arm center distance
	mm
	65
	95
	125

	Pressure device type
	
	Lever heavy hammer type
	Simple columnar screw type

	motor
	kw/v
	0.25/220
	0.37/380(220)
	0.55/380(220)

	Shape dimension

(long x wide x high)
	mm
	500×450×400
	670×570×600
	1065×860×706

	The weight of the machine
	kg
	55
	75
	100


Three, Operation and use
1, before using the preparation work

(1) This product should be placed on a smooth level work bench, clean machine debris, dirt, be sure to note: The rub on the plate, rubbing the barrel without any debris. Signal before starting, to be away from the frame, Prevent hurt someone when the machine operation.
(2) Be sure to check the power supply voltage and the motor voltage is the same or not, and connected ground properly and electric shock protection devices to protect personal and machine safety.
(3) Carefully check the fasteners are reliable, especially on the crank set screw is loose off. 

(4) Into the worm gear unit should be enough oil to the oil surface to the center line of flat worm appropriate. 

(5) Power to start the machine for 10 minutes of air operations, if jamming, collisions should be immediately stop to check. 
2, operation 

(1) put (rise) from the kneading cover, to leave the barrel before rubbing vote leaves. Cast leaves should be compliant with norms, natural delivery is appropriate,avoid squash with the hand on the leaf.
(2) cast leaf plant recovery after the kneading cover rubbed into the bucket to cover into the 10mm is appropriate, start the machine knead twist with the sector. 

(3) should be rolled famous high tea with the technical requirements of the degree of time pressure jobs. 

(4) rolled leaf leaves out: after the shutdown, remove the leaves from the barrel rub.
3, maintenance

(1) the operation if occurrence collision, jam or abnormal sound phenomenon, necessary to stop the machine immediately to check the fault reason and exclude rear can continue to work.

(2) After each operation, should be cleared rub on the plate, rubbing the barrel of the remnants, and wipe clean with a cloth. Application of water (tea only soluble in water), avoid using oil. 

(3) should be checked after the end of each operating worm gear reducer in oil is sufficient, pay attention to Tim plus, check whether there is loosening fasteners.
(4) on a regular basis to the lubrication point fuel, used oil must be clean, screw, lever, etc. to maintain an appropriate increase lubrication conditions, the oil can not be too much to prevent pollution of tea. 

(5) machines in operation, the refueling ban, found to have abnormal impact, noise, etc., should be down to check, find fault, promptly eliminate.
Four, Common mechanical failure causes and elimination method
	Number
	Common mechanical failure
	Cause analysis
	elimination method

	1
	Kneading drum reverse or not to switch
	1, three-phase motor wiring is incorrect

2, active with the crank shaft

tighten the set screw off, loose

3, single-phase motor capacitor damage
	1, any exchange of two-phase motor

wiring position

2, Check, Tighten set screw

3, the replacement to meet the requirements of the motor

capacitance

	2
	Operation of noisy machinery
	Worm gear deceleration in the lubricating oil

inadequate or worm gear wear
	Loosen screw, add 10 oil or replace worm gear

	3
	Knead cover too shaking to hit knead  barrels
	1, the lower pole screws loose

2, rubbing cover and knead blocks connection screws loose
	Tighten the loose screws




Five, The product of wearing parts
	Product name
	Parts name
	Model

	Rolling machine

15,25,30


	ruler
	6CRW-15

	
	ruler
	6CRW-25

	
	Knead tube
	6CRW-15

	
	Knead tube
	6CRW-25

	
	Knead tube
	6CRW-30

	
	Knead dish
	6CRW-15

	
	Knead dish
	6CRW-25

	
	Knead dish
	6CRW-30

	
	Triangle belt
	0 TYPE 800

	gearbox
	Worm gear
	M2

	
	Worm gear
	M3

	
	Volute stem
	M2

	
	Volute stem
	M3

	
	Worm gear box assembly
	M2

	
	Worm gear box assembly
	M3

	Rolling bearing
	bearing
	205

	
	bearing
	204

	
	bearing
	203

	
	bearing
	202


