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6CR-65 type of tea rolled machine 
The instructions

Preface
Thanks you to select yiyuan brand products, in order to you can better use this product, produce more top tea, please be sure to read the instruction, in order to avoid the mistakes. Especially the following need pay more attention to:
1.This factory product distribution motivation have three-phase and single phase (380 V and 220 V), the user in the points when the choose and buy.According to using places shall be determined, and power supply conditions Install the check to power and product motor is consistent.
2. For your safety, please be sure to be in machine shell in again on ground, ground wire can fixed in any machine,a bolt (was) connection place, contact must be good.
3、Our electric-type (commonly known as burning electric) products using 220V electric heaters, power should be three-phase four-wire system, must be zero line.
One, Use
This machine is one of green tea primary processing machinery specialized for leaf rolled into a bar and fixing broken cells, for fried dry, drying operations purposes. For black tea rolled bar operations, also apply.
Two, The structural characteristics and principle 

The machine consists of transmission, compression body, rubbing barrel, rubbing plates, rack of five main components, a single machine drive. Large bevel gear shaft for the driving shaft, the other with two vertical (from the output shaft) through the three crank rotation, 

The bucket relative to the rubbing plate for eccentric rotary motion,
led tea rub evenly flip bucket, and are subject to gland plate with rubbing bone on the pressure curve after the friction edge effects to make the tea leaves rolled into a bar and broken cells, so as to achieve the requirements of the tea process. Structure of the various components are summarized below:
1,transmission mechanism

Power is a single drive motor. The first level, drag  the triangle leather belt, if installed with the track, Triangle leather pulley must be on the straight. The second is the gear box to rotate, driving shaft for the large bevel gear shaft, and drive the arm to borrow rub plate relative to the barrel for the eccentric rotary motion.
2, frame

Separation of the machine frame and the left and right gear box with Kingdoms, with the rubbing plate into one, as all machines support bearing base.
3, kneading disk device 

The body structure for the copper, rub the whole set of cast iron, 20 (CR-55-type is 16) crescent uniform distribution of coral in the copper edge rubbing bone on the plate, and 5 (CR-55 type of 4) by equal portions of bone-shaped device inside the edge door in the tea, the tea agencies open and close the door using lever.
4, rubbing barrels

Rubbing Barrels for the storage leaf , rubbing the body with copper bucket (stainless steel) is made, rubbing the top curling barrel wall, the bottom strengthen the circle and press into the hoop with a circumference equal portions rivet riveted, kneading drum and the frame with nine copper-head screw connection.
A, Lung pressure: CR-55-Ⅱ type gantry pressure, pressure device on the curved ends of the hole are set into the frame column on the left, the middle screw hole with long screw, hanging under the gland, gland composed of cast iron and cast aluminum, the body of gland cast iron, cast aluminum pressure plate is the heart, gland, and regulation under the pressure, can stand side by hand bent wheel, bevel gear through pay band nut screw, increase or decrease the gland, the pressure level, according to the tea process control. Installed right side up when the leaves column for the support, toggle lever, release the rod pin, can promote the curved frame, rotated 90 degrees around the right column to remove rub the top of the gland barrel for loading leaves.
B, one-armed pressure: 6CR-55-type armed pressure from the cylinder equipped with a lifting screw, bent arm, plus pressure spring, rod and umbrella gland bearing wheels, axle seat composed of one-armed hand pressurized body, when the need to add tea, spin turn hand wheel to lift R arm along the slot 90 degrees rise in transport, to leave the rub bung gland, complete leaf cover in canada after the gland, may be tea, gland position, as the tea process, from the hand wheel adjustments.
Three, Main technical parameters
	Item
	Unit
	6CR-65

	Transmission way
	
	Single movement type

	Knead barrel inner diameter
	mm
	650

	Song arm from partial
	mm
	220

	Knead dish diameter
	mm
	1124

	Knead barrel let leaf quantity

(kill the grassy)
	kg
	60-70

	Knead barrel rotary speed
	r/min
	42-46

	Motor
	KW
	4

	The output an hour
	kg/h
	80-180

	Shape dimension

(long x wide x high)
	mm
	1962×1795×1650

	The weight of the machine
	kg
	850


Four, the use of maintenance and repair 

1, the preparatory work before using the machine:
① clear debris and tools left on rubbing plates, rubbing barrels and the machines ; 

② Check the connection of various components such as screws and pins are solid or not; 

③ Check the worm gear lubricant cabinets and other lubrication points on the amount of lubricant (grease) is required to add enough.
④ driven pulley by hand to check whether the jam and abnormal phenomena. 

⑤ In the test run, observe whether the direction of rotation is correct, the gears are normal.
2, shows the sequence of operations: 

① first full feeding: a, the machine stops; b, closed out the tea door; c, shaking gland hand wheel, the gland under the most points higher than the kneading drums catchy; d, toggle lever, release the latch, the introduction of curved frame to about 90 °c (one-armed: continues to rotate handwheel, make a turn up along the R slot rotate 90 degrees); e, knead barrel from top in the mouth with leaf to full bucket, will turn back to restore a position, lock after starts the machine. (rotation the handwheel make back to rub the barrel)
② pressure in the rolling process according to process requirements can be bent by hand wheel frame lever next to the seat next to the hand wheel rock, driven by bevel gear screw, nut, increase or decrease the gland, the size of the pressure value by tea process, according to officers required to master control.
③ the tea, a, time rolled according to the process requirements, after rubbing foot pushed the switch, the machine stops; b, the gland rapidly rose to the top barrel rub the mouth; c, control the door handle of tea, tea quickly out the door open, so that rolled leaf blades into the storage capacity inside; d, tea out of the net, close the door out of tea. 

3, in order to guarantee the normal operation of the machine, and prolong service life, the machine must be very good maintenance, in use process often should pay attention to the following maintenance matters:
(1) machine work process, pay attention to the motor, gear box of the heating situation. Motor temperature shall not exceed 65 ℃, gear box oil temperature does not exceed 80 ℃, the bearing temperature does not exceed 70 ℃, the highest bearing temperature not exceeding 65 ℃. If overheating or unusual impact, noise, etc., should immediately stop checks, eliminating faults can continue to work.
(2) operation should pay attention to the gear reduction box, gear smooth normal, without abnormal red hit, vibration and noise. 

(3) Check whether the shaft gear box is oil leakage.
(4) on a regular basis to the lubrication point refueling, special attention to the arm part of the state of lubrication in order to ensure the normal operation turn. Plus oil must be clean, and some components such as the lifting screw, etc., to maintain a certain lubrication conditions, oil should not add too much fat, to prevent car fuel, to ensure safety.
(5) In normal circumstances, should be checked once every tea period lubrication tube is smooth, oil is appropriate. 

(6) machine after long-term hold, should all be checked before starting the replacement of bearings and gear cabinets lubricant (grease), and the commissioning, that is operating normally after work.
(7) maintenance system must be strict compliance with maintenance and safety procedures, check the motor and electrical circuit breakers. Machine schedule for maintenance, inspection once a year to tear down, wipe the dust on the machine, not tea, tea and other contaminants, in the operational use of pay attention to safety rules to prevent accidents.
