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6CSF-500 super high temperature hot air fixation machine
The instructions
Preface
Thanks you to select yiyuan brand products, in order to you can better use this product, produce more top tea, please be sure to read the instruction, in order to avoid the mistakes. Especially the following need pay more attention to:
1.This factory product distribution motivation have three-phase and single phase (380 V and 220 V), the user in the points when the choose and buy.According to using places shall be determined, and power supply conditions Install the check to power and product motor is consistent.
2. For your safety, please be sure to be in machine shell in again on ground, ground wire can fixed in any machine,a bolt (was) connection place, contact must be good.
3.Our factory DianReShi (known as burning electric) products use 220 V electric heat pipe, the power of three phase four should be used wire, must have the zero line. 
4.Our factory sticks coal type (RanChai or coal) products are used furnace flue chimney and closed, highly an elaborately determined, random with optional cut short the chimney don't or not, also do not optional with another long, lest burning burn not free or heat escape too much influence the quality of tea.
5. Gas type products applicable liquefied petroleum gas (usually about gas), if you use or natural gas pipeline gas, the fuel gas stove shall be change accordingly. Another gas stove should according to the directions choose corresponding reduced pressure, with high voltage, high temperature resistant, acid and alkali resistant tracheal even pick up the machine inlet interface.Check for broken, the intake pipe, hair now damaged, replaced immediately, ensure security.
One, use and characteristics

Steaming is tea essential processes, its principle is to use high temperature passivation in fresh leaves of active enzyme, achieve good or bad, determines the quality of tea, but also directly affect the tea sales price. The current fixation methods two class : a class for dry steaming, such as wet steaming, frying pan type water-removing water-removing is dry, drum type water-removing, microwave fixation, and wet steaming, steaming, steam heating, blanching complete, each has its advantages and disadvantages.
  Dry finish is fresh leaves and high temperature pot wall contact by heat conduction to heat fresh leaf obtained, because the pot wall temperature high, and is easy to produce coke side, burst, causing smoke smell, reduces the quality of tea, and wet steaming although no coke side, burst point, namely the smoke smell, but because the water content increasing, resulting in fixing the not directly kneading, need increasing the dehydration process, and the dehydration process is very difficult, do not make tea color depth, so the two kill

green methods are not very ideal.
The principle is the use of ultra high temperature hot shot, ultra high temperature hot and fresh leaves of contact, transfer heat to the fresh leaves, the leaf warms up quickly to passivation activity of enzyme function, its advantages are: no coke side  burst point and the smoke smell, achieve faster, not increase water, made out of fresh leaves, the color green after killing the fresh, fresh leaf moisture content of rolling process, so it is a set of two water-removing machine has the advantages of new type water-removing machine.
Two, structural characteristics

1, the host using the friction drive, smooth motion.

2, the roller with adjustable angle, namely the steaming time adjustable length.

3, the cold way spreading de-enzyming leaf, in favor of leaf temperature fell rapidly, water distribution, ensure the kill bright green leaf weight, separately, to improve the quality of tea.
Three, the main technical parameters
	Item
	Unit
	6CSF-500

	cylinder body diameter x length
	mm
	(1000×5000

	Fixation time


	min
	30-120

	Fixing temperature


	℃
	250-350



	Output an hour
	kg/h
	300-500



	Roller speed
	
	2.5-25



	The Lord (roller) motor power
	KW/V


	2.2 KW，380V



	The Lord fan power
	KW
	3

	Ventilator power
	KW
	1.5

	Blower power
	KW
	0.75

	Belt conveyor power
	KW
	0.37

	Cooling machine drive motor power
	KW
	0.55

	Tea hoist driving power
	KW
	0.75

	Coal consumption
	kg/h
	75KG/H


Four, operation and use

1, the installation site: ground level, preferably polished cement, ultra high temperature hot blast stove placed in a separate stove room and workshop in isolation, this can make the workshop clean, noise is small, production workshop and furnace the kitchen floor height.
2, lifting: position according to the user to the respective production processes to the arrangement, the machine installation without foot screw, as long as put smooth.
3, the use of three phase four wire 380 volt 50 Hz alternating current, the user should be in the general power supply lines installed switch and the corresponding power protection device, all the electric machine on the shell, with relatively large screw connected well ground wire, so as to avoid electric shock hazard.

Power on, inspect all motor turning right or not. , to be adjusted correctly properly connected wires, the belt conveyer and the receiving host tea conveyor motor electrical box. The first roller speed regulation to 300 RPM rotating half hour, no abnormal noise, motor and bearing temperature rise is normal, not hot, and the speed is gradually increased to 1250 RPM running for half an hour, no abnormal noise, bearing and motor temperature rise is normal, indicating the mechanical department points can be normal operation, production trial.
4, preliminary adjustment fixing time: first with a small amount of fresh leaves to try to take, not burning furnace, but the main fan open air, from input to leaf total time:

The thin and tender leaves about 60 seconds

The thick and old leaves about 120 seconds

Accurate time in fixing adjustment, fixing time adjustment should rely on two aspects: the main is to adjust the roller and the ground plane angle, set out the tea export of high positive, then achieve a long time, the tea export of low is negative, then finish time is shortened, adjust, make achieve requirements of dip.
Followed by adjusting roller speed, speed on the fixation time influential but not major, was mainly observed in fresh leaves in the roller falling, on the cylinder top falling even better, make the most of the blade to be uniform and contact with hot air, heat exchange ideal.

In general, steaming time is short, low loss of chlorophyll, key still must kill through loss of water, proper, suitable in rolling.
5, ignition temperature

The ignition is very important, the first furnace electric control box air temperature is set to the required temperature, then open the fuel oil pipe valve, and then open the start-up burner opening, when the temperature rises to the outer wall of the furnace with the hand

feel a little hot ( generally 6 ~ 10 minutes), which should open the main fan, fan drive early temperature does not go on, main fan open too late, furnace temperature is too high to be burnt in may.
6, to flameout, first off burner switch, but the main blower can't stop, until the temperature drops to 80 degree can shut down the main fan, as a result of special circumstances, need for emergency shutdown, such as power or electrical failure, causing the main blower stops rotating, you should turn off all power controller, for troubleshooting and open.
7, the trial production

Adjustment can try a normal fixation: hot air temperature should be burned to more than 300 DEG C; steaming time according to the situation of fresh leaf identify (i.e., as the saying goes to see make tea, see day tea ); speed according to the fresh Ye Pao falling condition adjustment.

(1) to invest a small amount of test to kill, kill to see tried the further adjustment of all normal, can only be put into normal the production, in the normal production process should be observed and adjusted to achieve the best quality in.

(2) leaf weight of speed, can adjust the speed of the conveyor belt ( tea conveyer in upper ) and uniform leaf device the position, see tea conveyer instructions, so that the leaf velocity and fixing speed matching.

(3) completed should be rapidly cooled, not timely cooling tea to black, color depth, so the cooling machine to be stacked, preferably with a vibrating trough fresh is transported to the next process.

Five, maintenance 
Prior to use:

1, the power supply wiring the appropriateness of firm, steering is correct, then good;

2, the machine is cleaned, and replaced with a new lubricant (grease );

3, the fuel pipe valve is open all.
In use:

1, regular cleaning of machines;

2, the observation of motor and bearing temperature rise, listen to any abnormal noise;

3, regular add lubricating oil (grease );

4, often clean oil dirt in the filter.
After use ( each tea season ends ):

1, thoroughly clean;

2, cleaning and replacement of lubricating oil (grease );
3, check the furnace without burning phenomenon, burn should be welding;

4, check the conveyor belt, adjust the tensioning force;

5, check the triangle belt and chain is damaged or not, adjust the tensioning force;

6, the furnace refractory brick damage to update the heavy masonry.
