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6CSP-110 bottles of type deactivation of enzymes fry dry machine
The instructions
Preface
Thanks you to select yiyuan brand products, in order to you can better use this product, produce more top tea, please be sure to read the instruction, in order to avoid the mistakes. Especially the following need pay more attention to:

1.This factory product distribution motivation have three-phase and single phase (380 V and 220 V), the user in the points when the choose and buy.According to using places shall be determined, and power supply conditions Install the check to power and product motor is consistent.

2. For your safety, please be sure to be in machine shell in again on ground, ground wire can fixed in any machine,a bolt (was) connection place, contact must be good.

3.Our factory DianReShi (known as burning electric) products use 220 V electric heat pipe, the power of three phase four should be used wire, must have the zero line. For convenience of customers, our factory has a hole plug the top (a) used for maximum zero line of work. 

4.Our factory sticks coal type (RanChai or coal) products are used furnace flue chimney and closed, highly an elaborately determined, random with optional cut short the chimney don't or not, also do not optional with another long, lest burning burn not free or heat escape too much influence the quality of tea.

5. Gas type products applicable liquefied petroleum gas (usually about gas), if you use or natural gas pipeline gas, the fuel gas stove shall be change accordingly. Another gas stove should according to the directions choose corresponding reduced pressure, with high voltage, high temperature resistant, acid and alkali resistant tracheal even pick up the machine inlet interface.Check for broken, the intake pipe, hair now damaged, replaced immediately, ensure security.
One, use and characteristics
6CSP-110 series bottle fixing fried dry machine with green tea, bulk tea processing machinery, is one of the evaporation of water professionals mechanical. The machine can also be used for dry of food and medicine. 

The machine furnace unit one-piece structure, reasonable design, combustion heat distribution, easy to cast leaves, the leaves quickly, space operations, fixing, fried dried quality control, quality, stability, color, aroma taste. 

Two, working principle
The machine mainly consists of three parts as the cylinder, transmission parts, stove , the cylinder body have a certain number of  roots protruding edges and 4 vane plate is conducive to turning tea, rubbing and a leaf; by slowing the speed of the transmission parts,  the turning speed of cylinder body is consistent with tea speed; the cylinder body temperature by the supply of stoves, When the temperature reached tea can dive into the 20-30 kg of leaves, the leaves spread out the cool 15-35 minutes; exhaust temperature fan discharge moisture to help speed up the leaf speed.
Three, main technical parameters
	ITEMS
	UNIT
	Parameters

	cylinder
	Diameter (diagonal)

(diameterx in
diameter x after the Trail)
	Mm
	7000×1100×700

	
	Length
	Mm
	1560

	
	Turn speed
	r/min


	24-26

	Output per hour
	kg/h
	35-45(Dry tea)

	For each leaf quantity
	kg
	20-30 (first system leaves)

	The main motor
	kw/v
	1.1/380

	Fan motor
	kw/v
	0.37/380

	The chimney (high x in diameter)
	Mm
	6000 xФ200

	Envelop dimensions (not including chimney)

(long x wide x high)
	mm
	1930×1350×2200


Four, operation and maintenance
1, the preparation of the boot
(1) remove the cylinder body of cooking range and sundry.

(2) all the parts of the connection check screws, bolts are tighten.

(3) check and add the lubricating oil (fat), where it is strictly prohibited to run short of oil.

(4) check appliances is reliable, then completed landlines.

(5) by hand turn belt check ever jam and not normal to the test run, everything was normal.
2, operation methods
(1) the machine, make the cylinder body rotation, can warm fire.

(2) when the cylinder body rise to meet tea temperature can dive into the gleaning of the early leaf, kill (fry) 10-35 points can the tea, timely clock out cool, timely, drop to ChaMo cut, put forward thick head. Then can on the second homework.
3, machine maintenance

(1) to ensure the normal operation of the machine, and prolong service life, the machine must be maintained regularly.

(2) the machine into the machine, the leaves open leaves open machine, convert in the fall to stop to turn, break easily otherwise gear.

(3) when the work that the impact of the abnormal sound, it shall promptly stop check, eliminate failures to continue work.

(4) often (fat) check the oil, should add the lubricating oil in time (fat).

(5) long-term need not, on the machine should be done before an overhaul and cleaning, replace the oil (fat) to run.

(6) every year a maintenance to maintain.

