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6CST-30/40 Straight Bottom Fixation Machinery
The instructions
Preface
Thanks for you to select yiyuan brand products, in order to better use this product, produce more top tea, please be sure to read the instruction, in order to avoid the mistakes. Especially the following need pay more attention to:
1. The products of factory distribute three-phase and single phase (380 V and 220 V), the user in the points when choose and buy. According to using places shall be determined, and power supply conditions install the check to power and product motor is consistent.
2. For your safety, please be sure to be in machine shell in again on ground, ground wire can fixed in any machine, a bolt (was) connection place, contact must be good.
3. Our electric-type (commonly known as burning electric) products using 220V electric heaters, power should be three-phase four-wire system, must be zero wire. For convenience, the top hole of plug is used as a zero wiring terminal.

4. The wood coal (coal or wood) products are all to be using closed furnace and flue, chimney height was to be careful researched and determined. do not arbitrarily truncate the chimneys by random brought, also do not match with another extension, so as to avoid bad burning or the heat escaping too much to influence the tea quality.

5. Gas type tea machine is suitable for liquefied petroleum gas. If use pipe gas or natural gas, gas stove should be changed accordingly, and gas stove should be according to the directions corresponding to the selected valve, and use resistance to high pressure, high temperature, acid and alkali resistant pipe to be connected with the air inlet interface. Check the intake hose is damaged or not, such as broken, should be immediately replaced in order to ensure safety.
A. Use and characteristics
1. 6CST-30/40 roller continuous steaming machine is suitable for fixation of high-grade green process. It can achieve to destruct the activity of the enzyme of the fresh leaves, suppress polyphenol compounds to oxidizing, and diffuse the moisture, finally meet the purpose of fixation.
2. This machine can continuously complete fixation, it has the advantages of convenient operation, labor saving, the fixing leaves are even without burnt side and red stem leaves, green color and high fragrant, stable quality, so that to produce the famous brown, green, fragrant tea product.
B. Structure 

1. The main machine uses the friction drive, smooth motion.

2. The dip angle of roller can be adjusted, namely the steaming time is adjustable.

3. Adopt the cold way to spread the fixing leaf, it is in favor of leaf temperature fell rapidly, water distribution, and ensure the water-removing leaves bright green, weight separately, to improve the quality of tea.
C. The main technical parameters
	Project
	Unit
	6CST-30
	6CST-40

	Barrel external diameter*length
	mm
	(300×1330
	(400×1800

	Transmitting leaves quantity
	piece
	3

	Fixing time
	min
	0.2-2
	

	Fixing temperature
	℃
	110-120
	

	Main motor
	Kw/v
	0.37/220 (380)
	0.55/220 (380)

	Main machine speed
	r/min
	42
	34

	Output per machine-hour
	Kg/h
	25-35
	75-95

	Appearance size (L*W*H)
	mm
	1860x545x1180
Gas type/burning fire-wood type (not included in the chimney)
	2400x760x1400
Gas type/burning fire-wood type (not included in the chimney)

	
	
	1860x545x1070
Electrothermic type
	2400x760x1260
Electrothermic type


D. The use and operation
1. preparing work

1. Careful cleaning the roller inner wall and keep clean.
2. Please be sure to check the supply voltage using the products are consist with the choice of electrical voltage, and properly connect with the earth wire and the electric shock protector, in that ensure the safety of people and equipment.

3. Check for all transmission parts, transmission chain, bearing seat, the rolling wheel, comprising a motor and transmission mechanism of the belt rotation. Whether the bolt and screw are tightened, and the lubricating point is lubricating enough oil.
4. Should not add lubricating oil (grease) between the active roller and roller axle suite.
5. Switched on to start the machine, 0.5 hours of air operations, to check the machine operation is normal, the roller direction is right (facing the roller, the direction is clockwise). The roller and structure are smooth operating, normal and without collision and abnormal sound phenomenon.
2. operation and use
1. Before operation, must be heating the roller in a long time, ensure that absorb enough preheat, avoid that sticky leaves phenomenon happen on inner cylinder tail for every sending leaves. Preheat must start roller movement is to prevent the cylinder body heated uneven to deformation.
2. After open main switch of the fuel gas type two seconds, push the button to fire the burner. If burner does not fire, shall be immediately shut down the switch of ball valve switch, and fire it again.
3. when the roller temperature up to the fixing, which is the inner roller temperature up to 110 ℃- 120 ℃, then can put into the leaves.
4. Steaming time determination: Determination time of fresh leaves or similar material from the feed plate into roller and out of the roller. Fixing time can be adjusted by using the hand wheel of the front frame machine to change the roller dip angle. Steaming time should be according to the famous tea, fresh leaf tenderness, and moisture to determine. General spring tea for 1' - 1' 10', summer tea for 50' - 1'.
5. When fixing process, firewood coal stove should grasp the firepower distribution, so that the uniform, stable, artificial leaf force can be even and uniform. In fixing the process when power cut should immediately pedal the output leaves frame to dip the roller angle, rapid discharge end shaft sleeve roller residues by hand. If you want to continue fixing, should install the spare handle in the M10 screw of output end, the implement artificial shaking to complete the remainder of the fresh leaves.
6. After putting the fresh leaves for fixing in half fixing time, should pedal the output leaves frame to dip the roller angle, rapidly put out the fixing leaves to prevent the burnt leaves.
7. After the steaming completed, should immediately withdraw the embers or cut off the power of far infrared electric heating tube or burner gas, continues to make the drum operation, when the barrel temperature down to 50 ℃, then can halt machine. 
8. After using gas, first turn rotary switch, then close the valve switch, the last close the air supply switch.

3. Maintenance

1. In the process of operation found machine having blocking, collision or abnormal sound phenomena, should immediately check the fault and ruled out.

2. After each operation, should careful examine the drive fastener whether normal, and clean the barrel residual blade, cleaning machines appearance, keep the equipment clean and surrounding environment clean.

3. To lubricate amount oil for transmission parts, transmission chain by stages, to keep the drive mechanism has a good working state.

4. Pay more attention to motor and the bearing temperature in the machine running process. The motor temperature can not rise more than 65℃ and the rolling bearing can not rise more than 70℃, if abnormal should stop for inspection, troubleshooting before working.

E. Common mechanical failures and maintain methods (gas) mainly associated parts:
	No.
	Stoppage phenomena
	Cause analysis
	Overcome method

	1
	Roller operation is not flexible or not rotating
	1. Motor runes wrong direction.
2. There is oil or debris between the active roller and roller friction driving shaft.
3. Long storage time, the cylinder body will bond with the upper shell and the lower shell temperature.
	1. Swap any two connecting position of three-phase motor.

2. Clean the oil between the frictions and removal debris.

3. Hand wheel roller rotates 2-3 minutes, and put the coarse sand on the leading wheel to increases friction force

	2
	Fixing leaves have burnt leaves and partial old red stems leaves phenomenon
	1. Steaming time is not reasonable.

2. Leaf weight unevenness, too little or too much

3. Steaming temperature is not normal

4. Picking fresh leaves is not under the standard or moisture content does not meet the requirements
	1. User should correctly adjust the fixing time.

2. Leaf weight should be uniform, avoid too much too little

3. Accurate control of combustion or heating device of firepower distribution

4. Fresh leaves should be stand for green processing, and strict criteria for picking

	3
	Sticky leaves phenomenon in the roller output
	Output part at low temperature
	Lengthening preheating time, enhance the exit temperature, make fire extends into the outlet

	4
	Firewood and coal stove has smoke leakage phenomenon
	1. Block smock part damage.
2. Chimney installation is not reasonable.

3. Smock outlet install against the wind.
	1. Check smoke leakage position

2. Increasing the height ( about 3 meters )

3. Adjust the smoke outlet direction

	5
	Electric motor does not rotate
	1. Lack of power or zero line no work 

2. Motor burnout

3. The wiring is not good
	1. Circuit check

2. Battery replacement

3. Check, and replace the terminals

	6
	Far infrared electric

Heat pipe heat source

Device for heating

A lack of temperature
	1. Lack of power or no work zero line

2. The connection is not good

3. Electric heating tube
	1. Circuit check

2. Check, replace the terminal

3. The replacement of the electric heating tube


	 Failures
Parts
	Can’t ignite
	Appear yellow fire
	Uneven fire
	Abnormal sound
	Maintain methods

	Gas source
	○
	○
	
	
	Check the gas, if not gas should replaced the source

	Burner
	
	○
	○
	○
	Clean the burning hole

	Electrical parts
	○
	
	
	
	Adjust the ignition needle place, if still can’t ignite, should maintain and change.

	switch part
	○
	
	
	
	Check the foreign matter

	Spray nozzle
	○
	○
	
	○
	Clearing the nozzle blockage

	Pressure reducing valve
	○
	○
	
	
	The valve is not ventilated, should be replaced

	Pipe 
	
	○
	
	○
	Check the tightness

	Rules of operation
	○
	
	
	○
	According to the operation procedures


F. Product intruduction

1. Inlet wire power use three phases four wire systems, users are advised to use the diameter of power line shall be not less than 4mm.

2. Electric heating element and signal lights adopt 220 volt working system, and motor use 380 volt working system. Electric heating element type divided for type 30 is 11.4 kilowatts, the type 40 is 20.5 kilowatt, in order to the three-phase road has balanced load, the electric heating elements are divided into three groups with three switch control, type 30 is respectively 4.5, 3.6, 3.3 kilowatt, type 40 are 6, 7, and 7.5 kilowatt.

3. Before starting the machine, should check the cable, electric insulation is in good condition, the switch signal lamp and the joints should be solid and reliable, the motor should be grounded, and determine the correct before starting up.

