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6CSY-40 type of plane circular sieve machine
The instructions

Preface
1.This factory product distribution motivation have three-phase and single phase (380 V and 220 V), the user in the points when the choose and buy.According to using places shall be determined, and power supply conditions Install the check to power and product motor is consistent.
2. For your safety, please be sure to be in machine shell in again on ground, ground wire can fixed in any machine,a bolt (was) connection place, contact must be good.

3.Our factory DianReShi (known as burning electric) products use 220 V electric heat pipe, the power of three phase four should be used wire, must have the zero line. For convenience of customers, our factory has a hole plug the top (a) used for maximum zero line of work. 

One, The purpose and characteristics
1, uses 

The machine is beginning to make tea processing system of classification of sub-file use. Fry leaves early through this machine can sieve into large, medium, small three gears,each stall tea into their next procedure in processing, enabling improved quality of tea, and can be used food, medicine and other screening operations. 

2, the main features 

Simple structure, stable operation, convenient maintenance and good results.
Two, The main technical parameters
	Item
	Unit
	Parameters

	Sieve bed number
	Each
	2

	Sieve net aperture
	Mm
	10×10、8×8、6×6、4×4

	Crankshaft eccentricity
	Mm
	32

	Sieve bed speed
	r/min
	220

	Equipped with a motor


	Model
	
	YS8024

	
	Power
	kw
	0.75

	
	Speed
	r/min
	1400

	
	voltage
	V
	380

	Shape dimension (long x wide x high)
	mm
	1260×1090×930


Three, Structure and working principle

1, structure

This machine is composed of the sieve bed, frame, reduction gear mechanism and motor a few parts, there were 2 face screen bed sieve.(the other 2 face, for screen hole 10 x 10 and 6 x 6 mm, 8 x 8 and 4 x 4 mm)
2, working principle
This machine structure is simple, sieve in center on a bed of the crankshaft plane rotary motion to complete tea screening homework, use four above precision extension spring to stop back again.
Four, Use and maintenance

1, the preparing work before use

(1) In order to ensure the normal operation of the machine, and extend the life of the machine must be regularly maintained. 

(2) frequently  check the tightness of the joints parts and check the electrical circuit of the intact level in order to ensure that the machine device's normal operation, then proper ground.
(3) The lubrication zone to frequently  refueling. 

(4) The two faces of the hanging tea sieve surface in time to erase, otherwise difficult to normal screening. 

After doing the above points in order to start running, ready to work.
2, operation methods

The first start machine before boot on the leaves, the leaves should be uniform in order to achieve the purpose of screening. Garden sieve machine operation is relatively simple, 

As long as the machine can operate normally. To achieve the purpose of screening, should be promptly erased on a screen hanging tea is very important, otherwise blocking tea plug the screen hole will not screen tea.

3, maintenance

(1) the structure is simple, mainly to maintain place is in the center of the crankshaft shaft block the bolt tightness degrees, usually to frequently check.

(2) tea season ends must be cleaned sieve bed and the remnants of tea. 

(3) add the all lubricating oil (fat) in, cover plastic cover, cut off the power supply, relax belt.

(4) resistance to wear above precision extension spring migration in two ends curved hook in add butter lubrication.
Five, Machine installation 
This machine installation is relatively simple, the machine on flat surfaces, four feet high and low, make the good corners of the uniform contact with the ground, in the operation machines don't swing, do not be fitted with the anchor bolts.

Six, Vulnerable parts list
	Number
	Name
	Material
	Quantity
	Note

	1
	Resistance turn spring
	Carbon spring steel wire
	4
	SY40-008

	2
	Triangle leather belt
	Rubber
	1
	A-1250


