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6CSZ-40/50/60 Cone type of Roller Continue Fixation Machinery
The instructions
Preface
Thanks for you to select yiyuan brand products, in order to better use this product, produce more top tea, please be sure to read the instruction, in order to avoid the mistakes. Especially the following need pay more attention to:
1. The products of factory distribute three-phase and single phase (380 V and 220 V), the user in the points when choose and buy. According to using places shall be determined, and power supply conditions install the check to power and product motor is consistent.
2. For your safety, please be sure to be in machine shell in again on ground, ground wire can fixed in any machine, a bolt (was) connection place, contact must be good.
3. Our electric-type (commonly known as burning electric) products using 220V electric heaters, power should be three-phase four-wire system, must be zero wire. For convenience, the top hole of plug is used as a zero wiring terminal.

4. The wood coal (coal or wood) products are all to be using closed furnace and flue, chimney height was to be careful researched and determined. do not arbitrarily truncate the chimneys by random brought, also do not match with another extension, so as to avoid bad burning or the heat escaping too much to influence the tea quality.

5. Gas type tea machine is suitable for liquefied petroleum gas. If use pipe gas or natural gas, gas stove should be changed accordingly, and gas stove should be according to the directions corresponding to the selected valve, and use resistance to high pressure, high temperature, acid and alkali resistant pipe to be connected with the air inlet interface. Check the intake hose is damaged or not, such as broken, should be immediately replaced in order to ensure safety.
A. Use and characteristics
1. 6CSZ - 40, 50, 60 Cone type of Roller Continue Fixation Machinery are suitable for famous tea, tea quality and roasted, baked green tea leaf steaming operation etc. Can achieve the destructing the activity of fresh leaves and suppression of polyphenol compounds by oxidation, and send out moisture, then make the fresh leaves for flaccid to reach the purpose of fixing.
2. This machine can continuously complete fixation, it has the advantages of convenient operation, labor saving, the fixing leaves are even without burnt side and red stem leaves, green color and high fragrant, stable quality, so that to produce the famous brown, green, fragrant tea product.
B. Structure 
1. The main machine uses the friction drive, smooth motion.

2. The machine roller adopts a cone type structure, except type 40 the others are intermediate in hot-air mechanism, to effectively solve the fresh leaves in the stuffy process to be stuffy yellow, then made-up tea change color.
3. Except the type 40, the other types can be equipped with a motor, so that the roller speed is adjustable in a certain range, in order to improve the quality of fixing tea.

4. Adopt the cold way to spread the fixing leaf, it is in favor of leaf temperature fell rapidly, water distribution, and ensure the water-removing leaves bright green, weight separately, to improve the quality of tea.
C. Main technical parameter
	Project
	Unit
	6CSZ-60
	6CSZ-70
	6CSZ-80

	Barrel external diameter*length
	mm
	Ф400(little side)× 1800
	Ф500(little side)× 3200
	Ф600(little side)× 4000

	Transmitting leaves quantity
	piece
	3
	4
	5

	Fixing time
	min
	0.5—2
	2.5—3.5
	

	Main motor type
	
	Y801—4
	Y90S—6
	Y90L—6

	Main motor
	Kw/v
	0.55
	0.75
	1.1

	Motor speed
	r/min
	1390
	960
	960

	Main machine speed
	r/min
	30
	28—35
	25—27

	Output per machine-hour
	Kg/h
	75—85
	90—150
	150—180

	Appearance size (L*W*H)
	mm
	2205×700×1400
	3800×950×3500
	4600×800×3500

	Stove 
	piece
	
	
	2


D. Maintenance 
1. Should be done a clean-up work before using, and clean the dirt in the roller, so as the fixing leaves are contaminated, meanwhile sweep the surrounding.
2. With a handle to turn the machine, to observe the rotating part is flexible, there is no blocking and abnormal phenomenon.

3. Make a comprehensive examination of the rotating part, the driving sprocket, bearing seat, rolling wheel, the motor and transmission mechanism of the belt rotation. The bolt and screw are tightened, and the lubricating points are lubricated enough oil (roller and roller shaft sleeve are banned that adding lubricating oil or grease).

4. Start the machine as a test run, to observe the operation of the machine that is normal, such as abnormal phenomenon should immediately stop machine to overhaul.

5. Check the main auxiliary rotation direction is correct (from the feed end to see drum operation should be clockwise direction) to meet the requirements, electric equipment should to be safe and reliable.

6. In the machine running process, pay attention to the motor and the bearing temperature, motor temperature rise not to exceed 65℃, the rolling bearing of not more than 70℃. If it is not normal should stop for inspection, troubleshooting before working.

7. Each tea season ends should check the whole machine for an inspection and repair, particularly the idler wheels and bearings, if exceed the wear limit should be promptly replaced, meanwhile check the fixation stove.
E. Use operation and adjustment
1. To heat the roller when the roller in the operation condition. When the temperature reach the fixing temperature, start putting leaves by hand. 

2. Should keep fresh leaves have a larger volume when begin to putting the leaves, and with the barrel body temperature decreased progressively decreasing the leaves volume, until to the normal temperature of fixation.
3. During the fixing operation, should always check the fixing leave quality, through controlling the putting tea volume to ensure the fixing leaves quality. Also can adjust the stove temperature to achieve the requirement of fixing tea.
4. Should be noticed the running condition in the course of the operation, when found the abnormal noise or fault should be shut down immediately, rapidly annealing, shaking the handle live roller of the pulley, one hand to discharging the tea, on the other hand to avoid the cylinder due to local heating and deformation. Through the examination and troubleshooting, in order to improve the quality of tea, must clean the remnant leaves, and then continue to fixing leaves.
5. After fixing, must retreat all the embers, slag. the temperature drops to below 60℃, can be stopped rotating main machine, in order to avoid the cylinder bending deformation due to localized heating, and influence the normal operation of the main machine. In addition to clean the remnant leaves and clearing machine of working environment and surrounding environment.
6. When the power is off, the user can run the handle on the pulley to driving the roller.
F. The shipping list of 6CSZ-40/50/60 Cone type of Roller Continue Fixation Machinery
	No.
	Designation
	Quantity 
	Remarks 

	1
	Main stove equipment
	1
	

	2
	Supporting tube under chimney
	1
	Type 40 without supporting tube

	3
	Chimney pipe 
	4
	One section plus rain hat, type 40 has 4m straight pipe (no rain hat) and plus a section pipe. Type 50 cone type fixation machinery has a combined heat exchanger in one section.

	4
	Outlet equipment
	1
	Type 40 without outlet equipment


