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6CTH- 2.0- type sterilization titian machine
The instructions

Preface
Thanks you to select yiyuan brand products, in order to you can better use this product, produce more top tea, please be sure to read the instruction, in order to avoid the mistakes. Especially the following need pay more attention to:
1, users in the power supply line, install switches, fuses and earth leakage protection switch to ensure safety.
2.This factory product distribution motivation have three-phase and single phase (380 V and 220 V), the user in the points when the choose and buy.According to using places shall be determined, and power supply conditions Install the check to power and product motor is consistent.
3. For your safety, please be sure to be in machine shell in again on ground, ground wire can fixed in any machine,a bolt (was) connection place, contact must be good.
4、Our electric-type (commonly known as burning electric) products using electric heaters, power should be three-phase four-wire system, must be zero line.
One, Use and characteristics

This product is used for disinfection and sterilization Titian of equipment, the principle is the use of temperature to eliminate mold production, it is not only can be used for tea, but also used for  the roasted seeds and medicinal herbs, to the life of the products sterilization is often used in tea sterilization titian, especially for improving the good quality tea (especially baked tea) have a significant effect of the aroma, also used on damp tea improve the aroma, remove the water stuffy smell has good results. It is small beautiful appearance, suitable to make tea dealer use.
It can be used as sterilization (high-temperature sterilization) machine, can also be used for daily sterilization, roasted titian sterilization, disinfecting cabinet than usual is that it has hot air circulation heating, so the object and the aperture in the back temperature rise, quickly and evenly.
This product requires Titian tea (or other roasted or articles)  before the sterilization titian the moisture content should be less than 10%, after Titian to 5% moisture content after about tea in the circulating hot air under the action of the tea leaves and stems of department of aromatic substances in tea spread to the surface, in addition to tea, stuffy smell of the water surface, and to damp tea drying, with both sterilization, to prevent mildew, to facilitate sales and users. 

This product is not used as a dryer. 

Two, The structural characteristics 

This product uses the box-type structure, the glass door to facilitate the observation of the internal situation, the box walls are laminated, inside pack heat preservation material,  to reduce the temperature distribution, electric heater and fan installed in the machine under the Ministry of the foot with four wheel to move, opposite look, the right is the air supply channel and tea tray shelf,the left is return duct and  the tea tray shelf, each layer is playing adequate hole for ventilation, hot air from right to left then back into the lower part of the heated into the fan, shot into the air by a fan, at the bottom also has a door into the air conditioning, adjustable air flow into the size of the factory when placed in the middle, usually without adjustment, the top central port for the Moisture can adjust the size, the top front of electrical box.
Three, Main technical parameters
	Item
	Unit
	Parameters

	Effectively area of putting out
	m2
	2

	The number of tea tray
	each
	11

	With each leaf quantity
	kg
	About 5-9

	Electric heater power
	kw
	2

	Low noise fan power
	w
	60

	Shape dimension (long x wide x high)
	mm
	600×591×1345

	The use of voltage
	hz/v
	Ac 50 HZ ac / 220 V

	Highest use temperature
	℃
	140 (continuous heating time should be less than 30 minutes)


Four, Operation and use

1, installation and commissioning
(1) this product does not need  base, as long as put on the level ground, can not tilt.
(2) connected to the 220 V power can be used, but must pay attention to the power supply line should be enough thick, provide safety 2.1 KW electrical energy, among them a long pins for ground. When used in power plug, need not when the power plug pulled out, the machine without the power switch, to the user install power supply switch.
(3) before use to clean the tea tray and the inside of wall, in 120 ℃ high temperature,about  barbecue 30 minutes, to drain the peculiar smell.

2, operation

(1) according to the requirement of process adjust timing controller, for example: the time set in two hours, will dial the dish dial (02 H00), H for hours; set in 15 minutes, then will dial the dish dial (15M00), M for points clock.
(2) according to the requirement of process set temperature, temperature control instrument dial the offer will be required to dial temperature.
(3) adjust the size of the humidity door in the center of the top box, when the wet tea leaves, the humidity door opened to the maximum, that is, vertical position, in order to avoid too much moisture inside, so boring yellow tea, when tea drier, the humidity door will be closed to the minimum, the horizontal position.
(4) taking tea tray,titian tea will be spread evenly on top, push the tray, close the door to enter  heating. First press the fan switch, then press the heating switch, when it reaches the preset temperature, the thermometer red light off, the ammeter pointer back to the "O", when the temperature drops and then will automatically open, keep the temperature of basic unchanged. When reach a the set time, the electric heater and fan full stop and sound an alarm to alert titian works as complete, the user then the next step. When you want to remove the tea tray, the first look at the temperature, the temperature is too high, please do not worry, the fan on (not heating) the temperature will quickly drop to below 60 ℃, the resort to open the door, and wear gloves come up with tea tray, so as not to burn your hand.
Five, Maintenance
(1) fan bearing replacement oil cleaned once a year. 

(2) to observe ammeter when using the electric heater, when the heating switch  indicator light is on but ammeter back to the "O", that is blown electric wire should be shut down after cooling overhaul.
(3) electrical failure should be an electrician repair. 

(4) Be careful to prevent the break up the glass doors. 

