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6CXT-60 fresh leaf dewatering machine
The instructions
Preface
Thanks for you to select yiyuan brand products, in order to better use this product, produce more top tea, please be sure to read the instruction, in order to avoid the mistakes. Especially the following need pay more attention to:
1, due to the different requirements of different users, the factory products have 220V single phase and three-phase 380V two, when using the power supply voltage do not make a mistake, so as not to damage the machine.
2, the user power supply circuit, should install the fuse and switch protection circuit, the protection of the machine.
3, use the front casing shall be properly grounded, so as not to increase electrical insulation damage, shock.
One, Use and characteristics

This machine is suitable for the fresh leaf surface water dehydration, it has the advantages of simple structure, convenient and flexible operation, no damage to fresh leaves, good dewatering effect, favorable fixing quality is improved, fuel saving.
Two, The main technical parameters
	Item
	Unit
	Parameters

	Jilt dry bucket
	diameter
	mm
	Ф600

	
	height
	mm
	430

	speed
	r.p.m
	750

	Output an hour
	Kg/h
	200-250

	Shape dimension
	mm
	700×700×800

	Shape dimension (long x wide x high)
	mm
	1850×900×1200

	Motor model
	Kw/v
	0.55/220

	The weight of the machine
	kg
	120


Three, Operation and maintenance
1, before using the preparation work
(1) the machine horizontally placed on the flat floor, and an anchor bolt ( or expansion bolt fixed ).

(2) check the fastener is reliable.

(3) cleaning flings the dry barrel inner wall, maintain clean sanitation.

(4) in the gas region filling amount of lubricating oil. Note: the brake device can not add lubricating oil.

(5) connected to the power supply. Supply voltage must be consistent with the machine voltage. Properly connected to ground, the safeguard of the person and safety of machine.

(6) the power supply is switched on, start the machine for 0.5 hours by air, check, whether the operation is smooth swing bucket, there is no blocking and abnormal noise, brake is reliable.
2, operation and use
(1) will be dehydrated fresh leaves into the thick cloth and placed in the spin-drying tub.

(2) to start the machine, dehydration machines running 2-3 minutes after the stop, and then the brakes, must not be forced to emergency brake, in order to avoid damage to the machine.

(3) out of thick cloth bag, pouring fresh leaves.
3, maintenance
(1) in the working process of the machine is not stable, found a card barrier, collision or abnormal sound, should stand that is down to check the cause of fault and ruled out, refuses to stop the operation of taking a disease,.

(2) after the end of each shift operation, should carefully check the transmission structure of the fastener is loose, clean barrel and leaves, debris, cleaning machines appearance, keep the machine clean.

(3) regularly to the refueling site filling amount of lubricating oil, to keep the drive mechanism in good condition.

(4) the tea season ends, clean, covered with dust cover, placed in ventilated and dry place.
