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6TCBH-80  Anise Fai Dry Machine

1.This factory product distribution motivation have three-phase and single phase (380 V and 220 V), the user in the points when the choose and buy.According to using places shall be determined, and power supply conditions Install the check to power and product motor is consistent.

2. For your safety, please be sure to be in machine shell in again on ground, ground wire can fixed in any machine,a bolt (was) connection place, contact must be good.
3.Our factory DianReShi (known as burning electric) products use 220 V electric heat pipe, the power of three phase four should be used wire, must have the zero line. For convenience of customers, our factory has a hole plug the top (a) used for maximum zero line of work. 
4.Our factory sticks coal type (RanChai or coal) products are used furnace flue chimney and closed, highly an elaborately determined, random with optional cut short the chimney don't or not, also do not optional with another long, lest burning burn not free or heat escape too much influence the quality of tea.

5. Gas type products applicable liquefied petroleum gas (usually about gas), if you use or natural gas pipeline gas, the fuel gas stove shall be change accordingly. Another gas stove should according to the directions choose corresponding reduced pressure, with high voltage, high temperature resistant, acid and alkali resistant tracheal even pick up the machine inlet interface.

Check for broken, the intake pipe, hair now damaged, replaced immediately, ensure security.

One, use and characteristics
  This machine is one of the early green tea, used for complex mechanical two green or Fried do homework, the article, the principle eaporate water, tight and drying effects. Article The machine is used for tea is more appropriate for the hui do homework, can multi-usage. This machine is the comprehensive kind of bottles of Fried machine and the brightness of the improved design dry machine a kind of ideal equipment, especially the article tight and colour and lustre, etc

With better than other types of machines.

Thank you for purchasing our products, we will provide the high quality service for you.
Two, the structure and working principle

(a) the main structure

This machine is mainly by the transmission mechanism, barrel components, former frame and stove etc.
1.a transmission mechanism

This machine is 1 and 2 slow down the triangle leather belt, the third level by some wheel, slow down with fork limit clutch gear, drive or separation cylinder, make the cylinder body rotation axis or stop, and pour the switch control to the cylinder body the direction of rotation, or fall for tea and tea to fry dry, or a tea homework.
2.the cylinder body components

Cylinder mainly by the spindle, roller body, spiral diffuser plate etc. Cylinder for bottle, front garden after Taiwan, Anise, using steel plate, and fixed support bar in the cylinder center on the guide vane, the guide vane spiral welded to the board the whole of cylinder,at 430 mm.
3.former frame

Former rack with 5 x 50 of Angle steel welding and into. The 2 pieces before bottom plate, drill hole, 14 fixed the anchor bolt use. In front of the support before the cylinder body use.
4. cooking range

With standard brick oven and refractory etc build by laying bricks or stones into the system, LuTiao face in the cylinder body center, LuTiao and below cylinder minimum distance for 250 mm, and at the same time LuTiao put and cylinder to the centerline of main requirements, and vertical within the low 5 degree high gradient. In the end, after a stove chimney and chimney even two mouth smoke in the cylinder body ends after party, smoke mouth high is 350 mm to 110 mm wide, and chimney height not less than 5 m. Build by laying bricks or stones system stove specific cost to the standard bricks, refractory mud are determined by the kinds of concrete build by laying bricks or stones, cooking range of cooking range chart refer to.

Three, main technical parameters
	ITEMS
	Measurement unit
	6TCBH-110

	Diameter (diagonal)
( Caliber x diameter x after size )
	MM
	Ф950-1100-900

	Barrel length
	MM
	1520

	Output per hour
	KG/H
	40-50

	Energy consumption
	KG,KW/H
	8-10

	With motor
	KW/V
	1.5/380(220)

	Cooking range shape dimension (long x wide x high)
	MM
	1860×1600×2400

	Heating mode
	
	Coal or burn wood


Four, operation and maintenance
1.installation technology

Before installation should first place according to installation of the specific conditions of the installation scheme, and draw up. This machine is the transmission system of the base,the stove, the position of the frame before set down, and then start to build by laying bricks or stones fleas system, when the lower chamber of cooking range of build by laying bricks or stones, will transmission mechanism, former base is installed base, and then will the cylinder body components after before on standby, and laid it in, again use level in the main shaft, allowing colonel flat front is a bit low, do not have a few mm high before phenomenon. And then press the cylinder body build by laying bricks or stones the stove top, a body part and ends with reference to the oven cooking range build by laying bricks or stones map. All the machine after installation, further check all the parts, and check the wave turning the handle cylinder, make the reasonable properly.
2.operation and maintenance

(1) operation preparations of:

1) wave turning machine, with the rotation is flexible, whether such as is often stuck not phenomenon.

2) check the transmission mechanism and all lubricating points if there is plenty of lubricating oil.

3) Check all meet screws, bolts, pin are tight.
(2) use and maintenance
1) shall be first will start work, and then burning stove start motor make cylinder rotate evenly heat, depending on the operator the cylinder body is heated degree for sure leaves. During the machine to work, must be a stable temperature, high and low, not. At the same time in stop must advance, reduce before annealing furnace temperature, so as not to burn out the cylinder body.

2) regulation, according to according to the design process requirement, tea leaf quantity for each time for 40-50 kilograms, melon seeds, too 40-50 kg.
3) the tea garden, according to the process requirements on dry degree, sure fry tea fry dry time.

4) the machine in the tea, the working principle of the tea, by welding in the cylinder devices in the spiral of the guide vane board, and loading pour the open and control the machine turned or turn add leaf or a leaf homework.

5) in the operation period, machine all lubricating points every 4 hours should add lubricating oil again.

6) this machine is equipped with the handle a wave in the parking accident or can handle spindle, will shake wave cone the body of the tea leaves to quit, lest tea loss.

7) after tea production, the machine should be swabbed clean, and check the vulnerable parts wear degree, according to him for repair or replacement.

(3) matters need attention:

1) the machine during the work should be paid attention to, electric motor and rolling bearing the fever were in maximum temperature rise, not more than 70 ℃, such as the discovery of overheating and not normal phenomenon, should stop for inspection, eliminate fault rear can continue to work as.

2) machine downtime, seasonal otolaryngologist before use long-term aside, the machine must be thoroughly checked, replacement the lubrication oil in the lubricating points, commissioning and operation, think after normal and reliable , conducted only after use.

3) the work should be paid attention to when driving operation safety, not will shake the handle set in the spindle.

4) to the operator, control switch down the barrel turn back or should be paid attention to when, want to turn off the switch, make the cylinder body rotation inertia, and then slowly open another rotation direction, to avoid excessive torque loss parts.

Five, electrical explanation (DianReShi)

1. into line, power supply for three-phase four wire, recommend that users of the power supply cord should be no less than the diameter was the section 4.

2. electric heat pipe lights for 220 V, motor for 380 V, electric heat pipe total power, making for a three-phase 13.5 kw line

More balanced way load, electric heat pipe into three groups, motor control with the switch control pour.

3. boot should check cable, wire before insulation are good, switch lights and the connection to inquire whether head solid and reliable, if motor grounding, determine and correct rear can boot.
