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BEIJING YIYUAN ECONOMIC TRADE LTD

                      ADDRESS: 401-4-8, LUGU CUN, SHIJINGSHAN, BEIJING, CHINA 

                    TEL: +8610-88691269 FAX: +8610-68683582 EMAIL:sales@teanet.com.cn

Tea twisting machine

（JY-6CRT-40）
Product specifications
Respect of customer:
Thanks for you to select our company produced the "yiyuan" tea machinery equipment, our products will be your good helper.

"yiyuan" tea machinery equipment, with Taiwan modern tea machine advanced manufacturing technology, novel design, advanced technology, reliable performance, the applicable widely; the tea by the process of "yiyuan" machine, tea the bands tight knot, aroma is pure, shang bright, taste mellow, the aftertaste is long; Greatly improve the product quality and value, is the first choice of tea in initialhandling and deep processing.
The company wholeheartedly provided the new and old customers with all kinds of standalone or complete sets of equipment, provide tea factory process design, equipment selection, installation, debugging and supporting equipment tea technology consulting, guidance, and provide the high quality post-sale service. Welcome to negotiate business.

To make you can correct operation and use of equipment, we choose for you write the "product operation instruction", and sincere hope you:

Be sure to read in detaile before use!

Sincerely welcome you to put forward valuable comments and suggestions about our products and services.
Thanks
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One, Safety Caution
(1) the machine must have a good grounding to ensure safety.

(2) according to different models and equipped with the size of the power, equipped with special  knife and fuse.
(3) ban on direct splashing washing the surface of the chassis to prevent insulation failure caused by leakage. 

(4) not prone to water washout on to serious local or humid places.
in order to use the equipment, avoid  personal injury accident, please be sure to understand equipment related parts all kinds of security paste logo:
A, safety logo:
B、paste position:

Safety identification vague or loss , shall buy to our company, then stick it again!
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Second, the product profile

The equipment mainly consists of rubbing barrel, frame and other components conventional crank. Simple scientific and reasonable structure, high efficiency, good quality grade rolled fine.
Three, The product characteristics
① advanced design techniques, strict testing and scientific management to ensure product quality. 

② high-quality aluminum access panel and tea at the end of the site, clean and sanitary environment. 

③ compact, smooth motion, durable, rolled tight, tea low
breakage rate.
Four,the main technological parameters
	Number
	Item
	Unit
	Parameters

	1
	Shape dimension (long x wide x high)
	mm
	980×1000×1240

	2
	Kneading drum diameter
	mm
	400

	3
	Kneading drum height
	mm
	250

	4
	Fan motor
	power
	kW
	1.1

	
	
	rotate speed
	r/min
	1400

	
	
	Rated voltage
	V
	380

	5
	Kneading drum speed
	r/min
	50


Five, operating rules
① rolled before the job starts, the first cleaning machine rolled plate and rub barrel. Check all bolts and other fasteners parts, found loose in time fastening.
② Open rubbing heads, twisting machine according to the amount of installed capacity leaf leaves too much or too little will not fill, or affect the rolling quality.
③ rub off lids, according to the rolling process and the time required for compression pressure rolling. Time for 3-4 minutes rolled oolong tea, green tea is about half an hour, generally based on the order of the severity of pressure, "soft reduction - a weight - light pressure - the second pressure - pressure of loose tea for. Plus pressure size, leaves thick, tender, directly affect the rolling time.
④ After rolling, open tea latch, rolled continue to operate so that the number of turn, the majority of tea into the tea until the door, rubbing the barrel rolled down swing gland, cleaning residue tea, tea finally closed out the door into the next job. 

⑤ rolling machine is running, you must comply with safety rules, non-scan or hand into the bamboo rubbing sweep tea tray.
Six, machinery lubrication and maintenance
machinery lubrication
① three crank pin straight-through pressure on the grease cup and column surface filling tanker every three days to use 20 # or 40 # mechanical oil diesel once. 
② filling pressure screw gun every week 20 # diesel oil or a 40 # machine oil, fuel amount of attention, so as to avoid excessive oil spill pollution tea.
③ daily pre-operational testing out the gearbox oil bar, observe the oil level whether is between two engraved lines, make up less than off the assembly line in time, but the oil level should not exceed the leaves on the line too much, to avoid increasing the power loss.
   20 # gear box should be added to diesel or other kinematic viscosity at 100 ℃ for the 22cst over other lubricants. Such as the oil viscosity is too small, rapid wear and will soon pay worm scrapped.
   After half a month of the new machine using  put the oil to  emptying box, diesel or kerosene to clean inside the debris then the injection of new oil, make up the oil at any time after the addition, the updated annually once the new oil.
Maintenance
① Depending on the required grades and cycle time,  timely add lubrication and replacement of oil, grease. 

② regularly check the belt tension degree, usually with the thumb pressing belt tight side, such as drooping 25-30 g mm tape tension is appropriate, or should move the motor, re-adjust.
③ If you hear a bump during running or other abnormal sounds should immediately stop to check until troubleshooting only after boot. Gearbox oil temperature should be lower than the 800c, if more than to be down to check, possible causes are: 

A number of oil is wrong;

B oil level is too low, poor lubrication; 

C worm has serious wear and tear without timely replacement; 

D kneading drum leaves excess, pressure value, the machine overload. 

Find out the cause, eliminate anomalies before boot.
④ tea season ends each year on the rolling machine (including motor) should be a comprehensive take apart and wash and repair, replacement of damaged or worn parts .
Seven, machine installation 
Machine use, application to tighten the bolt in the foot on the ground, and with the level of foot look flat, so as not to shake the machine and shorten the life of the machine and affect safe operation. 
Eight, wearing parts list:
	Name
	Quantity
	Note

	Triangle Belt A991 (GB1771-74)
	Two
	

	The rolling bearing 7205, 7206.
	Two
	

	Product specifications
	One
	


Contact Us
Beijing Yiyuan Economic Trade Ltd
Tel: 8610-8869-1269

8610-5269-0547

Fax: 8610-6868-3582

8610-5269-0549

Tea web: http://www.teanet.com.cn

English Web: http://english.teanet.com.cn

Tea E-mail: sales@teanet.com.cn

Machine Web: http://www.mycotrade.com/enm.htm
Machine E-mail: sales@mycotrade.com
Agri web: http://www.seednet.com.cn 

Agri Email: sales@seednet.com.cn 

Tour web: http://www.ailitrip.com

Tour Email: aili@ailitrip.com
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