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BEIJING YIYUAN ECONOMIC TRADE LTD

                      ADDRESS: 401-4-8, LUGU CUN, SHIJINGSHAN, BEIJING, CHINA 

                    TEL: +8610-88691269 FAX: +8610-68683582 EMAIL:sales@teanet.com.cn

Vacuum packaging machine

（JY-DZ-600II）

Product specifications
Respect of customer:
Thanks for you to select our company produced the "yiyuan" tea machinery equipment, our products will be your good helper.

"yiyuan" tea machinery equipment, with Taiwan modern tea machine advanced manufacturing technology, novel design, advanced technology, reliable performance, the applicable widely; the tea by the process of "yiyuan" machine, tea the bands tight knot, aroma is pure, shang bright, taste mellow, the aftertaste is long; Greatly improve the product quality and value, is the first choice of tea in initialhandling and deep processing.
The company wholeheartedly provided the new and old customers with all kinds of standalone or complete sets of equipment, provide tea factory process design, equipment selection, installation, debugging and supporting equipment tea technology consulting, guidance, and provide the high quality post-sale service. Welcome to negotiate business.

To make you can correct operation and use of equipment, we choose for you write the "product operation instruction", and sincere hope you:

Be sure to read in detaile before use!

Sincerely welcome you to put forward valuable comments and suggestions about our products and services.
Thanks
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One, Safety Caution
1, the machine must have a good grounding to ensure safety.

2, do not place on vulnerable to water washout and severe wet places.  

3, the machine requires a lot of dust-free environment, away from damp areas and will produce magnetic fields.

Two, The use 
The machine of plastic film or aluminum foil plastic film for packaging materials, liquid, solid, powder, paste and other items for vacuum packing in order to In order to achieve the purpose of the items of anti-oxidation, prevent mildew, insect-resistant eat by moth, prevent decay, prevent moisture, extend the fresh deadline, especially suitable for tea, equipment, medicine, shops, research institutions and other industries. 
Three, the structural characteristics 
The machine consists of: the barrels and shell, electric control parts, pump, heat sealing, etc., the main component made of stainless steel, with the characteristics of beautiful appearance, compact structure, small size, light weight, low power, high efficiency, durability , easy to operate.
Four, the main technological parameters
	Number
	Item
	Unit
	Parameters

	1
	Shape dimension
(long x wide x high)
	mm
	740×390×710

	2
	The vacuum chamber minimum absolute pressure (Referred to pressure)
	kPa
	≤20

	3
	The vacuum chamber effective size (long x wide x high)
	mm
	315×172×285

	
	
	
	680×270×45

	4
	Hot air stripe effective size (long article x width)
	mm
	652×2

	5
	Number of hot air stripe
	stripe
	2

	6
	Center distance of two hot air stripe
	mm
	220

	7
	Vacuum pump


	model
	
	XP125

	
	
	Lashing velocity
	L/S
	1.8

	
	
	number
	platform
	1

	
	
	Working voltage
	V
	220


Five, the instructions
1, before work begins, should adjust the following content:
a, should guarantee the machine has reliable grounding.
b, control buttons: the "Power", "stop", "deflation" third gear, to use, should be "button" board to "power"; when not in use, should be placed in the "stop" place, " deflate "position in the vacuum process (not heated before sealing) found that pocket part or in whole are not heating the seal, pull the button in time to the location, open the plexiglass plate cover and re-handle bags and then continue to work, so as not to waste bags. 

c, vacuum time and vacuum: vacuum time used in conjunction with vacuum tables , the length of time the vacuum is directly related to the level of vacuum gauge readings, which is related to packaged goods vacuum-packed level. General vacuum gauge indicates 0.06MPa-0.08MPa, to meet the requirements, with the corresponding vacuum time for about 20-30 seconds.
d, heating time:as the sealing time, the length, depending on the vacuum bag materials and thickness, in general, is 3 seconds. If the bag is very thick, may be appropriate to extend the number; if the bag is thin, may be appropriate to adjust shorter; specific values ​​can be determined after the test seal materials; if the indentation is clear and seal the bag without burning, then the values ​​appropriate; if sealed pressure mark not clearly show the sealing of the time is not enough, may be appropriate to transfer longer; If you find a burning phenomenon is illustrated sealing time is too long, may be appropriate to adjust shorter. Continuous use for some time, because all the other parts are heat sealed existence, may be appropriate to adjust the heating time shorter.
e, cooling time: its role is to make the seal more reliable and generally adjusted to 3 seconds. 

f, fuse: that is, the total machine power fuse.
2, after adjustment, pack good to vacuum of items, the opening of the packaging bags in  the bag seal. 

3, a little harder, pressing the glass surface pull, just flip open the machine to work: "vacuum - heat sealing - Open switch shut off the power," the entire work process is done automatically. Remove the packaged goods, ready to enter the next job. Note: In normal use the machine to the right of the buttons do not hold back the glass. 

Six, maintenance 
1, the machine should be placed on level, dry, ventilated and clean place to use. Machine should be grounded reliably. 

2, before the start of each class, each table should be checked by the adjusted value is appropriate or not. 

3, in use process, should always check the heating wire and heat-resistant tape. Heating wire and heat-resistant tape is installed in the seat heating wire, should ensure that heating wire seat on up and down movement flexible and comfortable, not a card, resistance phenomenon: heat tape, if found to have wrinkles. Should be leveled and then promptly tore stick installed, if the tape is damaged, should be replaced so as not to affect the sealing quality.
4, the machine can not be used for pumping corrosive to metals, the vacuum pump oil from the chemical reaction, the gas containing dust particles. 
5, machine long period work, should pay attention to whether the vacuum pump oil is enough, the oil tank shall not be less than the oil standard memory center. Fuel shortage will affect the pump performance, or even damage to the parts; oil is too high will produce fuel injection, the oil level slightly higher than normal oil level is higher than the oil window center. At the same time should ensure that the pump oil clean, so as not to affect the vacuum pump, generally, the new machine using 300-hour replacement of a new oil after every 800 hours and then replaced. Pump oil used: HFV-1 号 vacuum pump oil, different types of pump oil can not mix. Check the oil level, replace the oil pump is in the open, under the seal plate.
6, no machine, idle stop should be to wipe the machine clean, covered glass, and cover with a cloth or cardboard box, placed in ventilated and dry, clean place.
Seven, random accessories
1, heat resistant tape
2, the fuse
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