[image: image2.jpg]



BEIJING YIYUAN ECONOMIC TRADE LTD

                      ADDRESS: 401-4-8, LUGU CUN, SHIJINGSHAN, BEIJING, CHINA 

                    TEL: +8610-88691269 FAX: +8610-68683582 EMAIL:sales@teanet.com.cn

TEA BALL SHAPING MACHINE
（6CWZ-80）

Product specifications
Respect of customer:
Thanks for you to select our company produced the "yiyuan" tea machinery equipment, our products will be your good helper.
"yiyuan" tea machinery equipment, with Taiwan modern tea machine advanced manufacturing technology, novel design, advanced technology, reliable performance, the applicable widely; the tea by the process of  "yiyuan"  machine, tea the bands tight knot, aroma is pure, shang bright, taste mellow, the aftertaste is long; Greatly improve the product quality and value, is the first choice of tea in initialhandling and deep processing.
The company wholeheartedly provided the new and old customers with all kinds of standalone or complete sets of equipment, provide tea factory process design, equipment selection, installation, debugging and supporting equipment tea technology consulting, guidance, and provide the high quality post-sale service. Welcome to negotiate business.
To make you can correct operation and use of equipment, we choose for you write the "product operation instruction",  it is used in the production of oolong tea shake green machine series products, and sincere hope you:
Be sure to read in detaile before use!
Sincerely welcome you to put forward valuable comments and suggestions about our products and services.
Thanks!
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One, Safety Caution
      1, this machine can only by the person who is familiar with machine performance, and related safety operation knowledge to operating, preserve and maintenance.
      2, strictly according to operating rules to operate and use this machine.
      3, the machine must have a good grounding to ensure safety, grounding lead wire should be nominal section area of the soft copper wire was 2.5mm2 above, and the leakage protection devices.
      4, operation can't wear hypertrophy loose clothes, working clothes to tight, and fasten the buttons, do not wear slippers, the long hair to dish up, and a good working cap, lest baggy clothes or hair is involved in transmission components, cause accidents.
      5,when the machine operation, it is strictly prohibited for operator to far away from the machine and others to close to the machine.

6, machine long-term need not use, should be shut off general supply.
7, for the machine without authorization, is prohibited to disassemble and the restructuring, if  every user without authorization to remove, restructuring then lead to the function is reduced, and the damage to equipment or cause safety accidents, and our company is not responsible for.

      8, in order to use the equipment, avoid  personal injury accident, please be sure to understand equipment related parts all kinds of security paste logo:
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      A, safety logo:
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( ground connection)             (Be careful to get an electric shock)
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(The belt transmission device   (Be careful weight goods press hand)

winding hand or arm)  
B、paste position:

Safety identification vague or loss , shall  buy to our company, then stick it again!
Two,The product uses, characteristics and main composition parts
1, product use

This machine is imitate artificial bag knead principle, the tea ball in the footwall repeatedly flip knead move , to replace artificial for oolong tea bag knead operation, make  the bands tight knot, tea is curly and beautiful, is one of the main equipment in tea processing .
2, the product characteristics 
On the set of the transmission part work teams, six dropouts, two sets of strength and heightening, skeleton strong, the highest tea ball diameter is 380 mm; Automatic timing and half automation, the forming fast effect actor; Massage thick plate, can adapt more pressure,knead effect is better than that of similar machinery package.

3, main composition parts

With the frame, up knead plate, down knead plate, electric motors, gearbox and other major components, by the combination of science and the strict assembly process flow.
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Three, the main technological parameters:
	Serial
number
	Item
	Unit
	Parameter  value

	1
	Shape dimension (long x wide x high)
	mm
	820×810×1680

	2
	Knead dish diameter
	mm
	800

	3
	Biggest knead disk space
	mm
	350

	4
	Down Knead wheel drive motor
	power
	kW
	1.1

	
	
	rotate speed
	r/min
	1400

	
	
	Working voltage
	v
	380

	5
	Below the speed of rotation  knead dish
	r/min
	8.5

	6
	Up of Knead dish go up and down drivers  motor
	power
	kW
	0.75

	
	
	rotate speed
	r/min
	1400

	
	
	Working voltage
	v
	380


Four, control circuit working principle diagram
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Five, installation and debugging
1, this machine should be installed in the flat ground, and the wheel is in stuck so that the machine can be fixed in the ground .
2, electricity commissioning at least ten minutes during the running, no abnormal sound, no abnormalities, vibration, and did not produce other common fault.
3, combined with control box for each function button, for each
function commissioning, all normal rear can put into use.
Six, use and operation method
1, tea ball preparation: speed charter flights after the tea bag tight knead the ball into with bags (size and stamped on the bag with similar), while shaking the edge kneads pressure, make its tight into the team, twist, turn tea bags present paper takes tea group, then flip tea bags, use tea bags from the tea ball to the packet layer tied knot, opening tea ball preparation completed.
2, put the tea ball  into knead disk. Press the button and make the knead disk   move down, when the up  knead disk  contact  tea ball , continue to press about 2-3 centimeters; Packet knead time length or short, weight or light and sequence, into the machine tea ball of compactness and moisture content of appropriate or not all influence the bag knead quality , which should be paid attention to quality and package for control.
3, fully automatic equipment when switch park "manual" position, bag knead time by artificial master, when the switch in "automatic" position, according to the tea bag knead time requirements; determined by the time relay setting.
4, setting time,the up knead dish on automatic rising, waiting for the next assignment.

5,bag knead homework should pay attention to the:
  A, the tea ball into machine more tight, and the better quality package.
  B, tea bag size should be properly, can not be too big, should be made according to the requirements specification, or go against stable operation.

  C, the first time, for tea contain the moisture  is still high, plasticity, unfavorable weight big operation,  otherwise  easily  appear cords flat defects.
Seven, common fault and ruled out
Equipment in the operation process, if discovery is unusual should immediately stop check and remove the faults rear can be reused.
Common fault and elimination method see the table below:
	Fault  phenomena
	Fault  reason
	Elimination  method

	Automatic shutdown
	The fuse was burned off/ external power supply has been imported
	Replacing the fuse/right access to  external power

	During the running abnormal voice
	Pulley screw loose/other parts tighten the screws loose
	lock screw


	Transmission oil temperature is too high (>=80 ℃)
	Does not use the oil of  regulation label/oia low, bad lubrication/worm gear and worm badly worn/tea in excess, pressure beyond the value, the machine running at more than it in the bear ability 
	Replace the oil/filling oil in place/replace worm gear and worm/tea ball size appropriate, according to normal standard to gain the pressure, begin the bag knead homework

	Transmission oil leakage
	Oil seal bad/case casting holes
	replace gearbox

	Down of the Knead plate  no energy
	Belt too loose/power phase lack
	Adjust the belt tension degrees/pick up on the power cord phase

	Up of the knead plate can lift or fall, the down of  knead plate does not rotate
	Start button/ contactor bad
	Replace start button/replace contactor

	Down of the knead plate can rotate,up of the  knead plate does not lift and fall
	Contactor bad
	Replace contactor

	Tea ball easy ran out of the down of   knead plate
	Motor reversal


	Exchange the power cord phase


Eight,Safeguard and maintenance

1, dropouts, pressure screw and so on movement axis, before operation use lever type oil gun with 40 number machine oil filling once every day .
2, reducer should be filling diesel of the number is 20 or other 100 ℃ the movement  viscosity is more than 22 CS lubricating oil. Such as lubricating oil viscosity slants small, will make the worm and worm rapid wear and soon scrap.

3, The new machine use after half month should put the diesel oil  empty, the diesel or kerosene will the copper debris and sundry after cleaning inject new oil, except at any time after topping up the oil level, every year the new oil change again.
4, the rolling bearing, use calcium and manufactured, every year, replace new fat again.

5, often check every fastening parts screw loose phenomenon, if have become loose, timely reinforcement.

6, often check transmission belt wear and degree of tightness, don't apply to use, should be replaced or adjust the tensioning device; Firmness adjustment method: generally with the home that press v-belts, tape as 10-30 mm is sagging tensioning degree is appropriate, or should be mobile motor position, readjust the belt firmness.

7, every year after the end of the tea season,  should undertake a comprehensive unpick wash and maintenance, change has been damaged or have excessive wear parts.

8 , the long-term not use, each moving part to wipe grease, should be placed in dry and ventilated place,so that prevent rain,moistureproof and pollution .And regularly test run on to check the machine performance is normal or not.
Nine, transportation and storage
1,the tea ball shaping machine in transportation and storage process, not collision, damp, under pressure.

2, the tea ball shaping machine banned mixing with corrosive or toxic substances .

3,the tea ball shaping machine should be stored in a ventilated, dry in the warehouse.
Attach one: accessories list
	NAME
	NUMBER
	NOTE

	Product specifications
	one
	


Appendix: tea  bag size and method

1, long 2 m (6 ShiChi), width of about 93 cm (2.8 ShiChi) leading shirting, average cut into three long 2 m cloth.
Figure 1 in accordance with the party and dimension drawing (flat stick state)
[image: image8.jpg]2|

w0l




[image: image9.jpg]


        
2, a cloth as shown in figure

Cut two paragraphs in A and B
3, suture the right side of A1 and A2, the point of A2 and A2’ ,B2 and B2’ is Coincidence respectively, then put line A1A2A3 and B1B2B3 to alignment, the dotted line on the drawing parts, and with all the part, that is complete.
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Note:

The company reserves the right to change the product and  design , if  change then  without prior notice. In this picture, if not listed products with the objects and by product kind prevail.
Contact  Us
Beijing Yiyuan Economic Trade Ltd
Tel: 8610-8869-1269

8610-5269-0547

Fax: 8610-6868-3582

8610-5269-0549

Tea web: http://www.teanet.com.cn

English Web: http://english.teanet.com.cn

Tea E-mail: sales@teanet.com.cn

Machine Web: http://www.mycotrade.com/enm.htm
Machine E-mail: sales@mycotrade.com
Agri web: http://www.seednet.com.cn 

Agri Email: sales@seednet.com.cn 

Tour web: http://www.ailitrip.com

Tour Email: aili@ailitrip.com
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